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Internal structure

Code of order

kgf kgf U / mm

± 5 °

mm

CJ - M4 x 0.7 10 10 400 0.65
CJ - M5 x 0.8 12 , 16 15 550 1.1
CJ - M6 x 1.0 16 , 20 18 600 1
CJ - M8 x 1.0 20 , 25 30 2100 0.75
CJ - M8 x 1.25 20 , 25 30 2100 0.75
CJ - M10 x 1.25 25 , 32 75 3200 1
CJ - M10 x 1.5 25 , 32 75 3200 1
CJ - M12 x 1.25 32 , 40 120 5000 1.15
CJ - M12 x 1.5 32 , 40 120 5000 1.15
CJ - M14 x 1.5 40 , 50 120 5000 1.15
CJ - M16 x 1.5 40 , 50 200 6400 1.65
CJ - M18 x 1.5 50 , 63 300 6400 1.65
CJ - M20 x 1.5 63 , 80 490 11500 2.15
CJ - M22 x 1.5 63 , 80 490 11500 2.15
CJ - M24 x 1.5 80 , 100 750 12500 2.65
CJ - M26 x 1.5 80 , 100 770 12500 2.65

CJ series Cylinder Float Joint
Product features

5°
5°

Specification 

Model Bore size Max. trust Max. tensile strength Allowable eccentricity Shaking angle

Allowable
eccentricity
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Cylinder rod (center)

Center of sphere (U)5°

Usage function and Effect

CJ: Float joint None: Standard

F: With flange

ThreadModel

M8 x 1.0 F

With flange

CJ

Thread nominal: 
M8 x 1.0P

F

When deviation occurs, float joint will automatically compensate 
to the original alignment, so as to avoid damage to the cylinder 
and further extend cylinder’s life span.
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Internal structure

Code of order

kgf kgf U / mm

± 5 °

mm

CJ - M4 x 0.7 10 10 400 0.65
CJ - M5 x 0.8 12 , 16 15 550 1.1
CJ - M6 x 1.0 16 , 20 18 600 1
CJ - M8 x 1.0 20 , 25 30 2100 0.75
CJ - M8 x 1.25 20 , 25 30 2100 0.75
CJ - M10 x 1.25 25 , 32 75 3200 1
CJ - M10 x 1.5 25 , 32 75 3200 1
CJ - M12 x 1.25 32 , 40 120 5000 1.15
CJ - M12 x 1.5 32 , 40 120 5000 1.15
CJ - M14 x 1.5 40 , 50 120 5000 1.15
CJ - M16 x 1.5 40 , 50 200 6400 1.65
CJ - M18 x 1.5 50 , 63 300 6400 1.65
CJ - M20 x 1.5 63 , 80 490 11500 2.15
CJ - M22 x 1.5 63 , 80 490 11500 2.15
CJ - M24 x 1.5 80 , 100 750 12500 2.65
CJ - M26 x 1.5 80 , 100 770 12500 2.65

CJ series Cylinder Float Joint
Product features

5°
5°

Specification 

Model Bore size Max. trust Max. tensile strength Allowable eccentricity Shaking angle

Allowable
eccentricity
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Cylinder rod (center)

Center of sphere (U)5°

Usage function and Effect

CJ: Float joint None: Standard

F: With flange

ThreadModel

M8 x 1.0 F

With flange

CJ

Thread nominal: 
M8 x 1.0P

F

When deviation occurs, float joint will automatically compensate 
to the original alignment, so as to avoid damage to the cylinder 
and further extend cylinder’s life span.
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M4 ~ M14 series

M16 ~ M26 series

Model
Thread Pitch

Thread Pitch

Allowable eccentricity/ A.E Weight
g

Model
Allowable eccentricity/ A.E Weight

g

U
GA B C D E F

M

CJ - M4 x 0.7 26 12 13 3.20.7M4 5 78.3 120.65
CJ - M5 x 0.8 34 14 15 40.8M5 7.5 810.4 201.1
CJ - M6 x 1.0 37 14 15 51.0M6 7.5 1012.1 23.51
CJ - M8 x 1.0 47 19 20 4.51.0M8 11 1213.1 590.75
CJ - M8 x 1.25 47 19 20 51.25M8 11 1212.6 610.75
CJ - M10 x 1.25 54 24 25.5 61.25M10 13 1714.4 1131
CJ - M10 x 1.5 54 24 25.5 61.5M10 13 1714.4 1131
CJ - M12 x 1.25 71 29 31 71.25M12 17 1920.8 2251.15
CJ - M12 x 1.5 71 29 31 71.5M12 17 1920.8 2251.15
CJ - M14 x 1.5 71 29 31 81.5M14 17 2219.8 2451.15
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U
GA B C D E FM

CJ - M16 x 1.5 2721 37.5 29 241.5M16 88 8 3951.65

CJ - M18 x 1.5 2721 37.5 28 271.5M18 88 9 405.51.65

CJ - M20 x 1.5 3225 50 27.5 301.5M20 105 16 7812.15

CJ - M22 x 1.5 3225 50 30 321.5M22 105 13 812.52.15

CJ - M24 x 1.5 4130 57 30 361.5M24 122 18 1262.52.65

CJ - M26 x 1.5 4130 57 30 411.5M26 122 18 13242.65

CJ series Cylinder Float Joint
Dimensions
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GA B C D E F
U

M
J L T

CJ - M8 x 1.0 - F 40 19 20 191.0M8 11 12 6.6 48 636 0.75
CJ - M8 x 1.25 - F 40 19 20 191.25M8 11 12 6.6 48 636 0.75
CJ - M10 x 1.25 - F 47.5 24 25.5 251.25M10 13 17 6.6 52 640 1
CJ - M10 x 1.5 - F 47.5 24 25.5 251.5M10 13 17 6.6 52 640 1
CJ - M12 x 1.25 - F 64 29 31 321.25M12 17 19 9 70 952 1.15
CJ - M12 x 1.5 - F 64 29 31 321.5M12 17 19 9 70 952 1.15

CJ - M14 x 1.5 - F 65 29 31 321.5M14 17 22 9 70 952 1.15
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GA B C D E FM J T

CJ - M16 x 1.5 - F 76 27 37.5 651.5M16 21 24 9 1245 1.65
CJ - M18 x 1.5 - F 78 27 37.5 651.5M18 21 27 9 1245 1.65
CJ - M20 x 1.5 - F 93.5 32 50 751.5M20 25 30 9 1655 2.15
CJ - M22 x 1.5 - F 95.5 32 50 751.5M22 25 32 11 1655 2.15
CJ - M24 x 1.5 - F 112 41 57 901.5M24 30 36 11 1965 2.65
CJ - M26 x 1.5 - F 112 41 57 901.5M26 30 41 11 1965 2.65

M8 ~ M14 series

M16 ~ M26 series

Model
Thread Pitch

Model
Thread Pitch

Allowable eccentricity/ A.E

U
Allowable eccentricity/ A.E

CJ series Cylinder Float Joint
Dimensions




