


● Finger guided by the end of gripper to ensure precise opening angular

● Dust-proof plate prevent debris from entering the body of gripper

● 180° holding 

● Multiple ways to install

6-14.20

Feature

HDM2 series － 180° Angular gripper
Product features, Code of order

Specification 
Ø12 Ø16 Ø20 Ø25 Ø32

  Type of operation Double acting
Fluid air
Pressure range 1.5 ~ 7 ( 150 ~ 700 )
Ambient and fluid temperature 0 ~ 60
Max. operating frequency 60

Lubrication
Cylinder Lubrication free
Lever section Lubrication required

Theoretical gripping 
force(M)

Closed side 0.2 X P 0.8 X P 1.7 X P 3.4 X P 6.1 X P
Opened side 0.5 X P 1.1 X P 2.3 X P 4.3 X P 8.1 X P

Max. gripper point length (L) 40 80 100 120 140
Effective gripping force(F) Note1 F = M / L X 0.9
Lever open/close angles - 1  ~  + 180
Port size M5 X 0.8P
Sensing device With magnet

kgf / cm² (kPa)

mm

kgf-cm

kgf

times/min

° C

°

Note1. F : Effective gripping force，M : theoretical gripping torque，P : Pressure = 5 kgf/cm2，L : the gripping point length = 30mm

Item Bore size (mm)

Mark Bore size(mm)

10 Ø12
16 Ø16
20 Ø20
25 Ø25
32 Ø32

HDM2  20 ‒ HM ‒ 8G 2Code of Order
3 421

1 Mark Sensor switch
No mark No sensor switch

8G CS-8G
8B CS-8B

3

Mark Sensor quantity
1 1 pc
2 2 pcs

4

Mark Mouting 
bracket Mark Mouting 

bracket Mark Mouting 
bracket

No 
mark

No
mouting 
bracket

HM HB

HDS / HRS 系列�－ �Y型機械夾�

內部結構圖

作動規格表與訂購稱呼說明

規格表

訂購稱呼代號 爪臂接點長度

註1.  F : 有效把持力，L : 爪臂接點長度，M : 理論把持力矩，P : 使用壓力 kgf/cm2

L

10 - 10 mm
16 - 16 mm
20 - 20 mm
25 - 25 mm
32 - 32 mm

機 種 仕 樣 缸 � 徑

HDS : Y 型機械夾

�複動型�

HRS : Y 型機械夾

�單動常開型�

項��目

缸徑

作動形式

使用流體

使用壓力範圍

使用溫度範圍

最高作動頻度

機��種

給���油

理論把持力距���

註� Kgf-cm

最大爪臂接點長度���

註�有效把持力(F)

夾爪開閉角度

配管口徑

磁石裝置

氣缸

彎臂部位

閉側

開側

mm

kgf

HDS-10 HDS-16 HDS-20 HDS-25 HDS-32
10 16 20 25 32

HDS : 複動型�；�HRS : 單動常開型

空��氣

1.5 ~ 7(150 ~ 700)

0 ~ 60
80

自由供給方式

要�潤滑油塗抹�

0.16XP

0.26XP

0.8XP 1.7XP 3.4XP 6.1XP

8.1XP4.3XP2.3XP1.1XP

30 40 60 70 85
F=M/LX0.85

-10° ~  +30°
M3x0.5 M5X0.8

附磁石裝置

次/min

kgf/cm²(kPa)

°C

0

CHELIC
CS-15T

ST 2CS-15T HM

HB

HDS 20 ST 2 HM

感 應 器 裝 置 固 定 用 治 具

��尺寸圖詳見�������������

����型固定治具��

無記號�無固定治具

��尺寸圖詳見�������������

����型固定治具��

無記號�無固定治具

※�備註��Ø10 ~ Ø32 適用

無記號�不附感應器

(CS-15T)
��感應器記號��

(CS-15B)
��感應器記號��

(CS-5G)
��感應器記號��

(CS-5GN)
��感應器記號���

(CS-5GP)
��感應器記號���

※�HDS10 限使用�CS-5G

����個感應器

����個感應器

��感應器數量�

防塵式
平行機械夾

HDP

平行
機械夾

HDPM

180  

機械夾

O

HDM

Y 型
機械夾

HDS

迷你
機械夾

HDD

二爪防塵型
機械夾

HDWM

大口機械夾
��平行移位��

HDL

平行
機械夾

HDQ

滑軌型
平行機械夾
��超薄型��

HDF

滑軌型
平行機械夾
��標準行程��

HDZ

滑軌型
平行機械夾
��加長行程���

HDZL

強力型
機械夾

HDW

滑軌型
平行機械夾

HDZM

平行
機械夾

HDU

大口機械夾
��又又倍出力��

HDT

HDS / HRS 系列�－ �Y型機械夾�

內部結構圖
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2

HM type mounting bracket (Available to internal mounting)
HB type mounting bracket (Available to external mounting)

Note1:

CS-8G

CS-8B

Please refer to P.8-2.7

感應器固定座 CS-8G CS-8B CS-9D

CS-9G

CS-9B

CS-15B CS-15TNS-8 CS-7B CS-100CS-30E

CS-5G CS-5GN(P)

CS-8GN(P)

CS-180

CS-65

CS-95 CS-9H

CS-9DN(P)

CS-15TN

CS-15TN(P) CS-6T(H)

感應器固定座 CS-8G CS-8B CS-9D

CS-9G

CS-9B

CS-15B CS-15TNS-8 CS-7B CS-100CS-30E

CS-5G CS-5GN(P)

CS-8GN(P)

CS-180

CS-65

CS-95 CS-9H

CS-9DN(P)

CS-15TN

CS-15TN(P) CS-6T(H)

Image

Please refer to P.8-2.7



6-14.21

Internal structure

HDM2 series － 180° Angular gripper
Internal structure, Components and material list,
Product weight, Packing and O-ring part list

Product weight
Model Weight(kg) 

HDM2  Ø12 0.1
HDM2  Ø16 0.16
HDM2  Ø20 0.52
HDM2  Ø25 0.72
HDM2  Ø32 1.18

Components and Material list

No. Item Material No. Item Material
01 Body Aluminum alloy 11 Cushion gasket NBR
02 Shaft Stainless steel 12 Magnet cap Copper alloy
03 Finger connector Alloy steel 13 Shaft O-ring NBR
04 Needle roller Bearing steel 14 Rare earth magnet Rare earth metal
05 Finger Stainless steel 15 Piston packing NBR
06 Dust cover Stainless steel 16 Rear cover O-ring NBR
07 Piston Copper alloy 17 C clip Spring steel
08 Rear cover Aluminum alloy 18 Locknut Alloy steel
09 Shaft packing NBR 19 Pin Bearing steel
10 Packing plate Copper alloy 20 Plug Alloy steel

Packing and O-ring part list
Item Piston packing Shaft packing Rear cover O-ring

1 1 1
HDM2  Ø12 APA-12 MYA-5 Ø10 X Ø1.0
HDM2  Ø16 APA-16 MYA-6 Ø13.2 X Ø1.5
HDM2  Ø20 APA-20 MYA-8 Ø17.5 X Ø1.5
HDM2  Ø25 APA-25 MYA-10 Ø22 X Ø1.5
HDM2  Ø32 APA-32 MYA-12 Ø28.5 X Ø2.0

The piston packing and shaft packing are from MITSUBISHI, SAKAGAMI or the same good level of quality material

Note:All the above are theoretical 
data; weight deviation is 
approximately ±5%.

QuantityModel

零件及材料表

HDM 系列�－ �180° 機械夾�

零件名稱及材料表

迫緊及O型環零件表 重量表

01
02
03
04
05
06
07
08
09
10

編�號 編�號

11
12
13
14
15
16
17
18
19
20

零件名稱 材����質 零件名稱 材����質

本������體

後������蓋

活�������塞

磁������鐵

磁�鐵�蓋

主�����軸

軸端聯結塊

主軸轉軸

撥�動�桿

爪������片

鋁�合�金

鋁�合�金

銅�合�金

塑膠磁鐵

銅�合�金

不�銹�鋼

合�金�鋼

合�金�鋼

合�金�鋼

合�金�鋼

不�銹�鋼合�金�鋼

軸�承�鋼

止滑螺帽

防塵蓋板

夾爪轉軸

撥動桿轉軸

活塞迫緊

軸用迫緊

後蓋�型環

軸用�型環

扣���環

內六角螺絲

軸�承�鋼

軸�承�鋼

耐�油�膠

耐�油�膠

耐�油�膠

耐�油�膠

彈�簧�鋼

kg

0.16

0.1

0.55
0.75

1.23

HDM - 16S
HDM - 12S

HDM - 20S
HDM - 25S
HDM - 32S

機��種 重��量

註�活塞及軸用迫緊採用阪上、三菱等同等級進口品。

1 1數�量缸徑 ��

項�目 活塞迫緊 軸用迫緊 後蓋�型環

1

COP-16
COP-20
COP-25
COP-32

Ø16
COP-12 Ø10X Ø1.0

Ø13.2X Ø1.5
Ø17.5X Ø1.5
Ø22XØ 1.5
Ø28.5X Ø2.0

Ø12

Ø20

Ø32
Ø25

DYR-8K
DYR-10SK
DYR-12
DYR-16

MYA-5

10

01

02

07

06

04

03

08

09 05

12

13

11

14

15

16

17

18

2019
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HDM 系列�－ �180° 機械夾�
作動型式及數據及安裝固定型式

安裝固定型式

作動型式及數據表

HDM - 12

HDM - 16

Open

Close

0.75 (7.3)

0.3 (2.9)

HDM - 20

HDM - 25

HDM - 32

12

16

20

25

0.22

0.1

0.1

0.1

0.1

4-M3x0.5

4-M6x1.0

Open

Close

1.6 (16.1)

1.2 (11.7)

Open

Close

3.4 (33.8)

2.5 (24.9)

Open

Close

6.4 (63.2)

5.1 (49.9)

Open

Close

12.1 (119)

9.1 (89.6)

複�動�式

動作形式 型�號

32

4-M3x0.5

4-M4x0.7

4-M5x0.8

缸�徑
(mm)

最小動作壓力
(Mpa)

氣爪上螺紋孔
(mm)

有效夾持力
Kgf(N)

註�夾持力是在爪臂接點長度為����，動作壓力為������時，開或關爪片產生的力。

1. Apply the screw from bottom 2. Apply the screw from side

3. Apply HM mounting bracket in the bottom 4. Apply HB mounting bracket in the bottom
Mounting hole

(Side view)

Gripping force characteristic

Operating type and data

Mounting type

HDM2 series － 180° Angular gripper
Gripping force characteristic, Operating, Data and mounting type

夾持力特性圖

HDM 系列�－ �180° 機械夾�

夾持力特性圖
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HDM 系列�－ �180° 機械夾�

夾持力特性圖
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HDM 系列�－ �180° 機械夾�

夾持力特性圖
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Operation Model Bore size (mm) The smallest operating 

pressure (kgf/cm2) Thread port(mm) Effective gripping force (N)

 Double acting

HDM2  12 12 2.2 4-M3x0.5P
Open 8.3
Close 6.8

HDM2  16 16 1 4-M3x0.5P
Open 19.7
Close 16.9

HDM2  20 20 1 4-M4x0.7P
Open 40
Close 33.6

HDM2  25 25 1 4-M5x0.8P
Open 72.1
Close 60.6

HDM2  32 32 1 4-M6x1.0P
Open 151
Close 130

Note : Gripping force is the force generated when opening or closing the jaws, with a jaw arm contact length of 30mm and an operating 
pressure of 5 kgf/cm2.
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HDM2 系列 － 180° 機械夾  
外觀圖形尺寸
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HDM2 series － 180° Angular gripper
External dimensions  -  Ø12, Ø16
HDM2 系列 － 180° 機械夾  
外觀圖形尺寸
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HDM2 series － 180° Angular gripper
External dimensions  -  Ø20, 25

HDM2 系列 － 180° 機械夾  
外觀圖形尺寸
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HDM2 series － 180° Angular gripper
External dimensions  -  Ø32, mouting bracket
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Mounting bracket (Applicable to HDS, HRS, HDP, HDM series)
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HM type mounting bracket (Available to internal mounting)

HB type mounting bracket (Available to external mounting)

HDM2 系列 － 180° 機械夾  
外觀圖形尺寸、固定用治具

HDM2  32

49.5
97.7

134.5

24
12.62-M5x0.8P

(Inlet/outlet ports)

26

40

46 60Ø34        x2.0dp

2-M6x1.0Px10dp
(Mounting thread)

+0.05
+0

35

26

2-M6x1.0Px10dp
(Mounting thread)

9 16

14

4-M6x1.0P
(attachment mounting thread)

40

60

40

7945

4-M6x1.0Px10dp
(Through thread hole)

46
91°O

pen

-1
°C

lo
se

11



6-14.26

HDM2 series － 180° Angular gripper
Mounting type of sensor switch

Blue (-)
(+)Brown

感應器型號
Blue (-)

(+)Brown

DC 5 ~ 30VVoltage :
CS-8Ｂ

DC 5 ~ 30VVoltage :
CS-8Ｇ

CVFR 系列 壓力流量傳感器
外觀圖形尺寸

HDM2 組裝感應器式樣

HDM2 12 Sensor switch mounting HDM2 16~32 Sensor switch mounting

Model CS-8B(G)

Bore size Operating range (F) Reponse differential (R)
12 5 1
16 5 1
20 8.5 1
25 10 1.8
32 10 2.0

Detecting range

Operating range

Sensor switch is fixed on the cylinder body. 
The magnetic piston head will activate the 
sensor switch when it enters the operating 
range. It has 0.5mm differential.

When piston moves the switch setting and 
adjustment will be based on the responding 
range generated by the magnetic field and 
the switch. (Please refer to the below or right 
table)

HDM2  sensor switch installation

Sensor swtich code

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9D

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9Ｂ

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-8Ｂ

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-15Ｂ

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-95

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-30E

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-100

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-15T

DC 5 ~ 30VVoltage:
CS-15TN(P)

Brown (+)
Black
Blue     (‒)CS-15TN

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-6T

Brown (+)
Blue     (‒)

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-8G

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-7B

Brown (+)
Black
Blue     (‒)

DC 4.5 ~ 28VVoltage:
CS-8GN(P)

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-30EN(P)

DC 10 ~ 28VVoltage:
CS-180 Brown (+)

Blue     (‒)

Brown (+)
Blue     (‒)

DC 10 ~ 28VVoltage:
CS-181 Brown (+)

Blue     (‒)

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9H

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-5G

Brown (+)
Black
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-9DN(P)

DC 4.5~28VVoltage:
CS-5GN(P)

Brown (+)
Black
Blue     (‒)

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9D

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9Ｂ

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-8Ｂ

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-15Ｂ

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-95

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-30E

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-100

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-15T

DC 5 ~ 30VVoltage:
CS-15TN(P)

Brown (+)
Black
Blue     (‒)CS-15TN

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-6T

Brown (+)
Blue     (‒)

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-8G

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-7B

Brown (+)
Black
Blue     (‒)

DC 4.5 ~ 28VVoltage:
CS-8GN(P)

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-30EN(P)

DC 10 ~ 28VVoltage:
CS-180 Brown (+)

Blue     (‒)

Brown (+)
Blue     (‒)

DC 10 ~ 28VVoltage:
CS-181 Brown (+)

Blue     (‒)

Brown (+)
Blue     (‒)

DC 5 ~ 120V
AC 5 ~ 120V

Voltage:
CS-9H

Brown (+)
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-5G

Brown (+)
Black
Blue     (‒)

DC 5 ~ 30VVoltage:
CS-9DN(P)

DC 4.5~28VVoltage:
CS-5GN(P)

Brown (+)
Black
Blue     (‒)


