
8-1.25

Specification

Dimensions

13 ( 1300 )

0 ~ 9 ( 900 )

5 ~ 60

PT1/4PT1/8

55 60

PT3/8 PT1/2

SLBR - 01 SLBR - 02 SLBR - 03 SLBR - 04

A

SLBR 01–

SLBR 02–

6

9 16

12

18SLBR 03–

B HMAXMIN
L Across

10

10

8

20

14

12

28

30

34

36

33

35

40

42 22SLBR 04–

1/8”

1/4”

3/8”

1/2”

H

R

A

L

B

SLBR series Brass Silencer
Product features

Sintered brass (The thick of air pass through position 60μm)

Brass

Filter
Body

Air

PT

kgf/cm² (kPa)

kgf/cm² (kPa)

°C

Item Model

Material

Ambient and fluid temperature

Pressure range
Fluid

Proof pressure

Port size

gWeight

Model
���� Port size R

Rc (PT)

Rod end (Female)
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PHS – 3/4 3/4-16 UNF 36 19.05 21.8 17 23 71 42 25 31 10 27 35 320
PHS – 5/8 5/8-18 UNF 33 15.88 19.3 15 21 64 38 22 27 8 22 28 230
PHS – 1/2 1/2-20 UNF 24 12.70 15.4 12 16 50 30 18 22 6.5 19 17 115
PHS – 3/8 3/8-24 UNF 21 9.53 12.9 11 14 43 26 15 19 6.5 17 14 78
PHS – 5/16 5/16-24 UNF 17 7.94 10.4 9 12 36 22 13 16 5 14 11 46
PHS – 1/4 1/4-28 UNF 14 6.35 8.9 7 9 30 18 10 13 5 11 7 27

Model S A NLKJB O H W DF

PHS – 12 M12x1.75 24 12 50 30 191612 6.5221815.4 17 115

21 10 17PHS – 10F M10x1.25 14 43 2611 6.5191512.9 14 78
21 10 17PHS – 10 M10x1.5 14 43 2611 6.5191512.9 14 78
24 12 19PHS – 12F M12x1.25 16 50 3012 6.5221815.4 17 115

14 6 11PHS – 6 M6x1.0 9 30 187 513108.9 7 27
17 8 14PHS – 8F M8x1.0 12 36 229 5161310.4 11 46
17 8 14PHS – 8 M8x1.25 12 36 229 5161310.4 11 46

PHS – 14F M14x1.5 27 14 57 34 211914 8252016.8 24 170
PHS – 14 M14x2.0 27 14 57 34 211914 8252016.8 24 170
PHS – 16F M16x1.5 33 16 64 38 222115 8272219.3 28 230
PHS – 16 M16x2.0 33 16 64 38 222115 8272219.3 28 230
PHS – 18 M18x1.5 36 18 71 42 272317 10312521.8 35 320
PHS – 20 M20x1.5 40 20 77 46 302518 10342824.3 40 420
PHS – 22 M22x1.5 43 22 84 50 322820 12373025.8 52 540
PHS – 24 M24x2.0 48 25 94 56 363122 12423429.6 60 750
PHS – 26 M26x1.5 36 25 94 60 423122 12423429.6 60 940
PHS – 30 M30x2.0 56 30 110 67 413726 15504034.8 81 1130
PHS – 36 M36x2.0 80 35 125 80 552521 19574742 81 1300

12 5 9M5x0.8 8 27 166 41197.7 5 18PHS – 5 ( R/L )

Note: R - right thread, L - left thread; standard is right thread.
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PHS series Rod End (Accessories)
Dimensions

S.load
(KN)

W
(g)

Load Weight
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Rod end (Male)

POS – 3/4 3/4-16 UNF 44 19.05 21.8 17 23 42 72 35 320
POS – 5/8 5/8-18 UNF 40 15.88 19.3 15 21 38 66 28 230
POS – 1/2 1/2-20 UNF 33 12.70 15.4 12 16 30 54 17 115
POS – 3/8 3/8-24 UNF 29 9.53 12.9 11 14 26 48 14 78
POS – 5/16 5/16-24 UNF 25 7.94 10.4 9 12 22 42 11 46
POS – 1/4 1/4-28 UNF 22 6.35 8.9 7 9 18 36 7 27

Model S A B O H W D F

POS – 12 M12 1.75x 33 12 5430161215.4 17 92

29 10POS – 10F M10 1.25x 14 48261112.9 14 58
29 10POS – 10 M10 1.5x 14 48261112.9 14 58
33 12POS – 12F M12 1.25x 16 54301215.4 17 92

22 6POS – 6 M6 1.0x 9 361878.9 7 21
25 8POS – 8F M8 1.0x 12 4222910.4 11 34
25 8POS – 8 M8 1.25x 12 4222910.4 11 34

POS – 14F M14 1.5x 36 14 6034191416.8 24 135
POS – 14 M14 2.0x 36 14 6034191416.8 24 135
POS – 16F M16 1.5x 40 16 6638211519.3 28 205
POS – 16 M16 2.0x 40 16 6638211519.3 28 205
POS – 18 M18 1.5x 44 18 7242231721.8 35 285
POS – 20 M20 1.5x 47 20 7846251824.3 40 370
POS – 22 M22 1.5x 51 22 8450282025.8 52 475
POS – 24 M24 2.0x 57 25 9456312229.6 60 650
POS – 30 M30 2.0x 66 30 11067372634.8 81 1070

20 5M5 0.8x 8 331667.7 5 14POS – 5 ( R/L )

Note: R - right thread, L - left thread; standard is right thread.
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POS series Rod End (Accessories)
Dimensions

S.load
(KN)

W
(g)

Load Weight




