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Circuit wiring diagrams

PSN(C, V) - 30 series - Pressure Switch
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Specification

Item Model (Compound)PSC - 40

-100.0 ~ 100.0 KPa

(Negative)PSV - 40

10.0 ~ - 101.3 KPa

(Positive)PSN - 40

-0.100 ~ 1.000 MPa
-100.0 ~ 100.0 KPa 0.0 ~ -101.3 KPa0.000 ~ 1.000 MPa

kPa
0.1

0.001
0.001
0.01
0.1

1
0.1

MPa
kgf/cm²
bar
psi
inHg
mmHg
mmH2O

12 to 24 VDC ±10%, ( Ripple ( P-P ) ±10% or less  )

The max. load output for NPN or PNP : 80mA
Max. Supply voltage:  30VDC , Residual voltage: 1V or less (with load current of 80mA)

Adjustable
Mounting  (3digit)

Analog output
(within rated pressure range)
(only type 01,03)

Yes

Green indicator 1: OUT1 , Red indicator 2: OUT2
Output voltage: 1~5V ± 2.5 %F.S.or less 

Linearity: ± 1 %F.S.or less
(within rated pressure range)

Output voltage: 1~5V ± 5 %F.S.or less 

Linearity: ± 1 %F.S.or less
(within rated pressure range)

Output voltage: 1~5V ± 2.5 %F.S.or less 

Linearity: ± 1 %F.S.or less
(within rated pressure range)

± 2 % F.S. or less (Range of 0 ~ 50 °C)

Oil-resistance cable ( 0.15 mm² )
PT 1/8” ; NPT 1/8” ; G 1/8”

Approx. 105 g ( With 2 meter lead wire ) ; Approx. 71 g ( With M8 4PIN male connector )

IP 40

55mA or less

 ± 0.2 % F.S. ± 1 digi or less 

 ± 2 % F.S. ± 1 digi or less (ambient temperature 25±3°C ~ 50°C)

 2.5ms or less  (chattering-proof function: 24 ms , 192 ms and 768 ms selectable)

0.01
0.01
0.1

0.001

Code of Order

PSN(C, V) - 40 series - Pressure Switch

Switch Output

Applicable Fluid

Set Pressure Range
Withstand Pressure

Set pressure
resolution

Power supply voltage
Current consumption

Display
Output short circuit protection
Response time

Hysteresis
Hysteresis mode
Window comparator mode

Switch on Indicator

Repeatability

Indicator accuracy

Temperature characteristic
Connection Port
Lead wire
Weight

Environ-
mental
Resistance

Enclosure
Ambient temp. range
Ambient humidity range
Withstand voltage
Insulation
Vibration
Impact

PS -50

PS -70

PS -75

PS-600

PS-400

PS-800

MCS-9D

PSS

PS -47

PS -45

PS -05

PS-01

PS -10

PS -30

PS -40

PS -41

PS -42

PS -43

Operating: 0 ~ 50 °C, Storage: -10 ~ 60 °C ( No condensation or freezing )
Operating & Storage: 35 ~ 85 % RH (No condensation)

1000 V AC in 1-min ( between case and lead wire )
≥ 50 MΩ ( at 500 V DC between case and lead wire )

Total amplitude 1.5 mm or 10G, 10 Hz - 55 Hz - 10 Hz scan for 1 minute, 2 hours each direction of X, Y and Z
980 m/s² ( 100G )，3 times each in direction of X, Y and Z

1.5 MPa 300 kPa
Filtered air, Non-corrosive/ Non-flammable gas

3 ½ digital, 7 segment LCD display(Sampling rate: 5 times / sec.)

Rated Pressure Range

01 NPT BT02PS N ‒ 40

PT 1/8":
1/8"NPT:
1/8"G :

None : Without accessory

FC   :
Panel mounting type

BT01  :
Stand mounting type

BT02  :
Vertical mounting type

Output Model Connection port Cable type Mounting type

N: Positive 
(-0.1~1 MPa)
C: Compound
(-100~100 KPa)
V: Negative 
(0 ~ -101.3 KPa)

01 : 2 NPN output &
1 Analog output

03 : 2 PNP output &
1 Analog output

02 : NPN output

04 : 2 PNP output

None :
Cable length is 2M

(Only type 02,04)

QD  : M8 , 4 PIN
Male connector
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Circuit wiring diagrams

External dimensions and
panel description 31 36.5
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PSN(C, V) - 40 series - Pressure Switch

PS - 40 -  01
NPN output

PS - 40 -  02
NPN output

PS - 40 -  03
PNP output

PS - 40 -  04
PNP output
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OUT1(Black)

Analog output
(Orange)

M
ai

n 
ci

rc
ui

t

DC
12~24V

DC(-) (Blue)

DC(+) (Brown)

OUT2(White)

OUT1(Black)

M
ai

n 
ci

rc
ui

t

DC
12~24V

DC(-) (Blue)

DC(+) (Brown)

OUT2 (White)
OUT1 (Black)

1KΩ

M
ai

n 
ci

rc
ui

t

Lo
ad

DC
12~24V

DC(-) (Blue)

DC(+) (Brown)

OUT2 (White)

OUT1 (Black)

Analog output
(Orange)

(OUT 1)Display 
(Green Indicator light)

(OUT 2)Display 
(Red Indicator light)

Setting button
Change setting mode and
pre-set final desired value

Button

Button

Change setting mode
and pre-test desired value

Change setting mode and
pre-test desired value

3 1/2 digit Indicator light
Display the measured pressure value.
Each set content and error code.

OD PINOUT

2 4 (1) (+)Brown
(2) (OUT2)White
(3) (-)Blue
(4) (OUT1)Black1 3

Bolt (Screw)

Installation
This product has two inlet pressure ports.
Select the one most convenient for installation.

Please plug the unused inlet port with supplied port plug.
Use seal tape to prevent pressure leak.

1.

2.
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panel description 31 36.5
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PSN(C, V) - 40 series - Pressure Switch

PS - 40 -  01
NPN output

PS - 40 -  02
NPN output

PS - 40 -  03
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DC(-) (Blue)

DC(+) (Brown)

OUT2 (White)

OUT1 (Black)

Analog output
(Orange)

(OUT 1)Display 
(Green Indicator light)

(OUT 2)Display 
(Red Indicator light)

Setting button
Change setting mode and
pre-set final desired value

Button

Button

Change setting mode
and pre-test desired value

Change setting mode and
pre-test desired value

3 1/2 digit Indicator light
Display the measured pressure value.
Each set content and error code.

OD PINOUT

2 4 (1) (+)Brown
(2) (OUT2)White
(3) (-)Blue
(4) (OUT1)Black1 3

Bolt (Screw)

Installation
This product has two inlet pressure ports.
Select the one most convenient for installation.

Please plug the unused inlet port with supplied port plug.
Use seal tape to prevent pressure leak.

1.

2.

Stand mounting type

BT Vertical mounting type

Mounting bracket

Bracket
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Front 
protective lid
FC-01

Panel adapter
FC-02

Panel adapter
FC-03

FC- 01 Front protective lid

FC- 02 Mounting holder

FC- 03 Mounting slice

PSN(C, V) - 40 series - Pressure Switch

PS -50

PS -70

PS -75

PS-600

PS-400

PS-800

MCS-9D

PSS

PS -47

PS -45

PS -05

PS-01

PS -10

PS -30

PS -40

PS -41

PS -42

PS -43

Embedded
dimension

36×36±0.3mm

Panel mount adapter + 
front protective lid FC




