
2-3.49

( 1/8) P.2-3.52

( 1/8, 3/8 ) P.2-3.56

( 1/2 ) P.2-3.58

( 1/8, 1/4 ) P.2-3.54

( 1/8 ) P.2-3.52

( 1/8, 1/4 ) P.2-3.54

( 1/8, 3/8 ) P.2-3.56

( 1/2 ) P.2-3.58

( 1/8 ) P.2-3.52

( 1/8, 1/4 ) P.2-3.54

( 1/8, 3/8 ) P.2-3.56

( 1/2 ) P.2-3.58

控制閥提供�CAD 外觀圖形尺寸。

Directional control － Air Operated Valve
PV500, PV600, PV800, PV900 Air operated valve

PM

PMB

PMU

PMUB

PV

PN

Provide CAD external dimension.

PV - 500 seriesSingle air pilot valve

PV - 800 series

PV - 900 series

PV - 600 series

PV - 500 seriesDouble air pilot valve

PV - 600 series

PV - 800 series

PV - 900 series

PV - 500 series3 Positions pilot valve

PV - 600 series

PV - 800 series

PV - 900 series

( 5 port 2-position )

( 5 port 2-position )

( 5 port 3-position )



2-3.50

Internal structure

Code of order

Specification

PV series Air Operated Valve
Product features/ Code of order

Number of positions

Ambient and fluid temperature

����������������� �������������������������������������������������������������������

�����������������

���������

PV-500 PV-600 PV-800 PV-900Item Model

Fluid

Pressure range

Pilot type

Lubrication

kgf/cm2(kPa)

°C

mm2(CV)

Air

������������

0 ~ 7 ( 0 ~ 700 )

Pilot pressure range kgf/cm2(kPa) 1.5 ~ 7 ( 150 ~ 700 )

5 ~ 50

12 (0.67) 14 (0.78) 18 (1.0) 50 (2.78)

Lubrication free type

Rc 1/4, 3/8 Rc 1/2Rc 1/8 Rc 1/8, 1/4

��������������������������

5: 500 series
6: 600 series
8: 800 series
9: 900 series

PV 6 02 NC M 2

500 600 800 900

01
02
03
04

1/8
1/4
3/8
1/2

NC: Closed center
NF: Exhaust center
NO: Pressure center

None: 5/2-position

NC M 2

PV series:
Pilot valve

Model

1: Single
2: Double

1

Coil q'ty Port size Type of actuation Manifold

Model
Mark Thread

PV 500 series
Max. Manifolds: M10
PV 600 series
Max. Manifolds: M12
PV 800 series
Max. Manifolds: M12
PV 900 series
Max. Manifolds: M5

M2      =  2 sets
M3      =  3 sets

M12     = 12 sets

.......

.......

None:
Without manifold 

Positions

0: 2 Pos.
3: 3 Pos.

0



2-3.51

Internal structure

Code of order

Specification

PV series Air Operated Valve
Product features/ Code of order

Number of positions

Ambient and fluid temperature

����������������� �������������������������������������������������������������������

�����������������

���������

PV-500 PV-600 PV-800 PV-900Item Model

Fluid

Pressure range

Pilot type

Lubrication

kgf/cm2(kPa)

°C

mm2(CV)

Air

������������

0 ~ 7 ( 0 ~ 700 )

Pilot pressure range kgf/cm2(kPa) 1.5 ~ 7 ( 150 ~ 700 )

5 ~ 50

12 (0.67) 14 (0.78) 18 (1.0) 50 (2.78)

Lubrication free type

Rc 1/4, 3/8 Rc 1/2Rc 1/8 Rc 1/8, 1/4

��������������������������

5: 500 series
6: 600 series
8: 800 series
9: 900 series

PV 6 02 NC M 2

500 600 800 900

01
02
03
04

1/8
1/4
3/8
1/2

NC: Closed center
NF: Exhaust center
NO: Pressure center

None: 5/2-position

NC M 2

PV series:
Pilot valve

Model

1: Single
2: Double

1

Coil q'ty Port size Type of actuation Manifold

Model
Mark Thread

PV 500 series
Max. Manifolds: M10
PV 600 series
Max. Manifolds: M12
PV 800 series
Max. Manifolds: M12
PV 900 series
Max. Manifolds: M5

M2      =  2 sets
M3      =  3 sets

M12     = 12 sets

.......

.......

None:
Without manifold 

Positions

0: 2 Pos.
3: 3 Pos.

0

Components and Material list

Packing and O-Ring material list

Body

ItemNo.

01

Material

Aluminum alloy

Shaft02 Aluminum alloy

03 Holder

04
POM

Rear cover

05
POM

Holder piston POM

Holder piston packing NBR06
Spool packing

ItemNo. Material

Rear cover O-ring08
09
10

NBR

Mechanical holder Aluminum alloy

Spool packing NBR

NBR
07

Item

Model
PV 500

Quantity

PV 600

Pinston packing

MYA-14

1

Manual rod O-Ring  

1 1

Rear cover O-Ring  

1

PV 800

PV 900

Holder O-ring

MYA-18

Z8-2822

Ø2XØ1.5 

Ø2XØ1 

Ø17.5XØ1.5 

Ø19.5XØ1.5 

Ø22.8XØ1.58 

Ø2XØ1 

Ø2XØ1 

Ø2XØ1 

Ø2XØ1.5 

Ø3.5XØ1.5 

5 port 2-position single

A B

R1 P R2

5 port 2-position double

A B

R1 P R2

5 port 3-position double
01 02 07 0305 06

01 02 0304 05 0607

08

10

01 02 07 09 0305 06

A B

R1 P R2

A B

R1 P R2

A B

R1 P R2

( ������������� N.C. )

( �������������� N.F. )

( ��������������� N.O. )

PV series Air Operated Valve
Product features

PM

PMB

PMU

PMUB

PV

PN

Note: The main body has been treated with painting.

Note: Piston packing and rod packing all adopt import parts ( MITSUBISH, SAKAGAHI, and same grade ).
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PV - 5101 ������
������������������������

PV - 5201 ������
������������������������

PV - 5231 ������
������������������������

2 -Rc1/8
���������
����

15
25

2-Ø 3.3

30
17

.5

1.2 1.2

Rc1/8
Air pilot hole

69

4

27

Mounting 
hole

2-Ø 3.3

�
�

�
�
��

2-Rc 1/8

Rc 1/8

EXH

P port

32
.5

13

18.4

28
18

.5

2 -Rc1/8
���������
����

2-Ø 3.3

15
29

30
21

.5

1.2 1.2

2-Rc1/8
Air pilot hole

73

4

27

Mounting 
hole

2-Ø 3.3

14
29

.5

A B

R1 R2P

A B

R1 R2P

2-Rc 1/8

Rc 1/8

EXH

P port
36

.5

28
22

.5

18.4

13

27

Air pilot hole
2-Rc1/8

89
.4

2-Ø3.3
Mounting 
hole

29
.5

14

4

Rc1/8

2-Rc1/8
EXH

P port

28
22

.5 36
.5

18.4

13

���������
����

2-Ø3.32-Rc1/8

15
29

30
21

.5

1.2 1.2

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 500 series Air Operated Valve
Dimensions

PV-5231-  NC  (Closed center) N.C. PV-5231-  NF  (Exhaust center) N.F. PV-5231-  NO  (Pressure center) N.O.
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PV - 5101 ������
������������������������

PV - 5201 ������
������������������������

PV - 5231 ������
������������������������

2 -Rc1/8
���������
����

15
25

2-Ø 3.3

30
17

.5

1.2 1.2

Rc1/8
Air pilot hole

69

4

27

Mounting 
hole

2-Ø 3.3

�
�

�
�
��

2-Rc 1/8

Rc 1/8

EXH

P port

32
.5

13

18.4

28
18

.5

2 -Rc1/8
���������
����

2-Ø 3.3

15
29

30
21

.5

1.2 1.2

2-Rc1/8
Air pilot hole

73

4

27

Mounting 
hole

2-Ø 3.3

14
29

.5

A B

R1 R2P

A B

R1 R2P

2-Rc 1/8

Rc 1/8

EXH

P port

36
.5

28
22

.5

18.4

13

27

Air pilot hole
2-Rc1/8

89
.4

2-Ø3.3
Mounting 
hole

29
.5

14

4

Rc1/8

2-Rc1/8
EXH

P port

28
22

.5 36
.5

18.4

13

���������
����

2-Ø3.32-Rc1/8

15
29

30
21

.5

1.2 1.2

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 500 series Air Operated Valve
Dimensions

PV-5231-  NC  (Closed center) N.C. PV-5231-  NF  (Exhaust center) N.F. PV-5231-  NO  (Pressure center) N.O.

PV - 500 ������
Manifold dimension

5

19+(Nx19)

19 19

10 18

9+(Nx19)

19

10

19

19

5

4320
19

58

88
.4

36
.2

65
.2

20

29

19

7.
2 4

4-Ø4.5
Mounting 
hole

SV-5201

SV-5231

�����������

PV-5101

PV-5101

27

51.6

24.6

16

11.6

7

8.
6

40
.5

29
P port

(Both sides)

Rc 1/4

2-Rc 1/4
EXH

(Both sides)

������������������������������������������������������������������������������������������������

PV 500 series Air Operated Valve
Dimensions

PM

PMB

PMU

PMUB

PV

PN
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PV - 6101 ������
PV - 6102 ������
������������������������

PV - 6201 ������
PV - 6202 ������
������������������������

PV - 6231 ������
PV - 6232 ������
������������������������

A B

R1 R2P

2-Ø 3.3

38
13

.5

21
22

1.5 1.5

2-Rc 1/8-PV6101
2-Rc 1/4 -PV6102

Mounting 
hole

35

7

Rc 1/8
Air pilot hole

PV-6232-  NC   (Closed center) N.C. PV-6232-  NF  (Exhaust center) N.F. PV-6232-  NO  (Pressure center) N.O.

2-Ø 4.3

20
22

.5

80
.5

36
14

.5 32
.5

17

22

2-Rc 1/8
EXH

Rc 1/8-PV6101
Rc 1/4-PV6102
P port

A B

R1 R2P

Mounting 
hole

96

38
20

35

7

2-Rc 1/8
Air pilot hole

2-Ø 4.3

36
30

48

17

22

2-Rc 1/8
EXH

Rc 1/8-PV6201
Rc 1/4-PV6202
P port

2-Ø 3.3

1.5 1.5

38
29

21
37

.5

2-Rc 1/8-PV6201
2-Rc 1/4-PV6202

21
56

.5

1.5

2-Ø3.3

38
48

1.5

2-Rc 1/8-PV6231 
2-Rc 1/4-PV6232 

2-Ø4.3
Mounting 
hole

Air pilot hole
2-Rc1/8

2013
4

57

7

35

17

36
49

EXH

P port

2-Rc1/8

67

22

Rc 1/8-PV6231 
Rc 1/4-PV6232 

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 600 series Air Operated Valve
Dimensions
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PV - 6101 ������
PV - 6102 ������
������������������������

PV - 6201 ������
PV - 6202 ������
������������������������

PV - 6231 ������
PV - 6232 ������
������������������������

A B

R1 R2P

2-Ø 3.3

38
13

.5

21
22

1.5 1.5

2-Rc 1/8-PV6101
2-Rc 1/4 -PV6102

Mounting 
hole

35

7

Rc 1/8
Air pilot hole

PV-6232-  NC   (Closed center) N.C. PV-6232-  NF  (Exhaust center) N.F. PV-6232-  NO  (Pressure center) N.O.

2-Ø 4.3

20
22

.5

80
.5

36
14

.5 32
.5

17

22

2-Rc 1/8
EXH

Rc 1/8-PV6101
Rc 1/4-PV6102
P port

A B

R1 R2P

Mounting 
hole

96

38
20

35

7

2-Rc 1/8
Air pilot hole

2-Ø 4.3

36
30

48

17

22

2-Rc 1/8
EXH

Rc 1/8-PV6201
Rc 1/4-PV6202
P port

2-Ø 3.3

1.5 1.5

38
29

21
37

.5

2-Rc 1/8-PV6201
2-Rc 1/4-PV6202

21
56

.5

1.5

2-Ø3.3

38
48

1.5

2-Rc 1/8-PV6231 
2-Rc 1/4-PV6232 

2-Ø4.3
Mounting 
hole

Air pilot hole
2-Rc1/8

2013
4

57

7

35

17

36
49

EXH

P port

2-Rc1/8

67

22

Rc 1/8-PV6231 
Rc 1/4-PV6232 

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 600 series Air Operated Valve
Dimensions

PV - 600 ������
Manifold dimension

�����������

PV-6202

PV-6232

Mounting 
hole

4-Ø4.5

PV-6102

PV-6102

17
.8

47
.8

77
.8

30

21
19

.5
2.

5

21 52

19
.5

60 13
4

6.5

2323

6.5

11.9 22.2

23 23

23+(NX23)

10+(NX23)

22.2 11.9

P port
(Both sides)

2-Rc 1/4

4-Rc 1/4
EXH

(Both sides)

30

42
9

11.5

35

61

26

16

1

������������������������������������������������������������������������������������������������

PV 600 series Air Operated Valve
Dimensions

PM

PMB

PMU

PMUB

PV

PN
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A B

R1 R2P

A B

R1 R2P

PV - 8102 ������
PV - 8103 ������
������������������������

PV - 8202 ������
PV - 8203 ������
������������������������

PV - 8232 ������
PV - 8233 ������
������������������������

2-Rc 1/4-PV8202 
2-Rc 3/8-PV8203 

44
.5

24

2-Ø 3.3

50
31

.5

2 2

Rc 1/4-PV8202 
Rc 3/8-PV8203
������

45
34

56
.5

20

27

2-Rc 1/4
���Mounting 

hole

11
3

44
.5

24

40

6.5

52-Rc 1/8
Air pilot hole

2-Ø 4.3

2-Rc 1/4-PV8102 
2-Rc 3/8-PV8103 

15
50

2-Ø 3.3

24
28

2 2

Rc 1/4-PV8102 
Rc 3/8-PV8103

45
17

.5 40

20

27

2-Rc 1/4
���

������

Mounting 
hole

96
.5

40

6.5

Rc 1/8
Air pilot hole

PV-8232-  NC   (Closed center) N.C. PV-8232-  NF  (Exhaust center) N.F. PV-8232-  NO  (Pressure center) N.O.

5

2-Ø 4.3

24
28

2-Ø4.3
Mounting 
hole

2-Rc1/8
Air pilot hole

5

6.5

15
1

63
.5

24

40

���
2-Rc1/4

20

27

45
53

75
.5

������

Rc 1/4-PV8232 
Rc 3/8-PV8233

2-Ø3.3

2

63
.5

24

2

50
.5

50

2-Rc 1/4-PV8232 
2-Rc 3/8-PV8233 

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 800 series Air Operated Valve
Dimensions
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A B

R1 R2P

A B

R1 R2P

PV - 8102 ������
PV - 8103 ������
������������������������

PV - 8202 ������
PV - 8203 ������
������������������������

PV - 8232 ������
PV - 8233 ������
������������������������

2-Rc 1/4-PV8202 
2-Rc 3/8-PV8203 

44
.5

24

2-Ø 3.3

50
31

.5

2 2

Rc 1/4-PV8202 
Rc 3/8-PV8203
������

45
34

56
.5

20

27

2-Rc 1/4
���Mounting 

hole

11
3

44
.5

24

40

6.5

52-Rc 1/8
Air pilot hole

2-Ø 4.3

2-Rc 1/4-PV8102 
2-Rc 3/8-PV8103 

15
50

2-Ø 3.3

24
28

2 2

Rc 1/4-PV8102 
Rc 3/8-PV8103

45
17

.5 40

20

27

2-Rc 1/4
���

������

Mounting 
hole

96
.5

40

6.5

Rc 1/8
Air pilot hole

PV-8232-  NC   (Closed center) N.C. PV-8232-  NF  (Exhaust center) N.F. PV-8232-  NO  (Pressure center) N.O.

5

2-Ø 4.3

24
28

2-Ø4.3
Mounting 
hole

2-Rc1/8
Air pilot hole

5

6.5

15
1

63
.5

24

40

���
2-Rc1/4

20

27

45
53

75
.5

������

Rc 1/4-PV8232 
Rc 3/8-PV8233

2-Ø3.3

2

63
.5

24

2

50
.5

50

2-Rc 1/4-PV8232 
2-Rc 3/8-PV8233 

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 800 series Air Operated Valve
Dimensions

PV - 800 ������
Manifold dimension

�����������

PV-8202

PV-8232

PV-8102

PV-8102

Mounting 
hole

95
.5

20
.5

26

58
37

.5

24
.5

2.
5

26
24

.5

15
1

7560

27

28+(NX28)

14+(Nx28)7

14.5 27

28 28 28

4-Ø4.5

14.5

7

28

P port
(Both sides)

4-Rc 3/8
EXH

(Both sides)

2-Rc 3/8
52

.6

37
.5

11
.2

40

71

15.5

31

14.5

1.2

������������������������������������������������������������������������������������������������

PV 800 series Air Operated Valve
Dimensions

PM

PMB

PMU

PMUB

PV

PN
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A B

R1 R2P

PV - 9104�������
������������������������

PV - 9204�������
������������������������

PV - 9234�������
������������������������

2-Rc 1/2

Rc 1/2

17
22

57
23

.5

52

���

������

���������
����

2-Ø 4.5

72
16

32
36

1.5 1.5

2-Rc 1/2

Mounting 
hole

Air pilot hole

2-Ø 5.5

28
38

7
35

12
1.

2

Rc 1/8

2-Rc 1/2

Rc 1/2

���

������
�
�
��

��

��

�
�

�
�
��

���������
����

2-Ø 4.5
��������

�
�

�
�
��

�
�

�
�
��

������

Mounting 
hole

Air pilot hole

2-Ø 5.5

2-Rc 1/8

�
�
�
��

�
�

�
�

�

��

28
72

.7

7.5

50

2-Rc1/8
Air pilot hole

17
3.

4

2-Ø5.5
Mounting 
hole

32
70

.7

72
50

.7

2-Ø4.5
2-Rc 1/2

���������
����

2 2

57
58

.2

86
.7

33.8
27

2-Rc1/2
���

������
Rc1/2

A B

R1 R2P

A B

R1 P R2

A B

PR1 R2

A B

PR1 R2

PV 900 series Air Operated Valve
Dimensions

PV-9234-  NC  (Closed center) N.C. PV-9234-  NF  (Exhaust center) N.F. PV-9234-  NO  (Pressure center) N.O.

PV - 900 ������
Manifold dimension

������������������������������������������������������������������������������������������������

��������������������������������

P port
(Both sides)

4-Rc 1/2

EXH
(Both sides)

2-Rc 1/2

19.6

39.2

89.2

50

50

18
.4

63
.2

33.8 14.6

6.5

PV-9204

PV-9234
PV-9104

PV-9104

�����������

17
3.

4

14.6

31.5

6.5

28+(Nx35)

33.8

31.5

69
.2

11
9.

2
19

.2

32
34

2

50

32
34

10
0

15+(Nx35)

35

Mounting 
hole

4-Ø5.5

10.5

PV 900 series Air Operated Valve
Dimensions

PM

PMB

PMU

PMUB

PV

PN
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A B

R1 R2P

PV - 9104�������
������������������������

PV - 9204�������
������������������������

PV - 9234�������
������������������������

2-Rc 1/2

Rc 1/2

17
22

57
23
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PV 900 series Air Operated Valve
Dimensions

PV-9234-  NC  (Closed center) N.C. PV-9234-  NF  (Exhaust center) N.F. PV-9234-  NO  (Pressure center) N.O.

PV - 900 ������
Manifold dimension
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