
2-1.1292-1.129

Rc 1/8, 1/4, Ø6, Ø8, Ø10 P.2-1.137

Rc 3/8 P.2-1.142

Rc 1/8, Ø4, Ø6, Ø8 P.2-1.132

Rc 1/8, 1/4, Ø6, Ø8, Ø10 P.2-1.138

Rc 3/8 P.2-1.139

Rc 1/8, Ø4, Ø6, Ø8 P.2-1.133

Rc 1/8, 1/4, Ø6, Ø8, Ø10 P.2-1.139

Rc 3/8 P.2-1.144

Rc 1/8, Ø4, Ø6, Ø8 P.2-1.134

Directional control－SMB series Base Mounted Solenoid Valve

SMB - 7000 series

SMB - 9000 series

SMB - 5000 series

SMB - 7000 series

SMB - 9000 series

SMB - 5000 seriesSolenoid valve double coils

SMB - 7000 series

SMB - 9000 series

SMB - 5000 seriesSolenoid valve double coils

( 5 port 2-position ) 

( 5 port 2-position ) 

( 5 port 3-position ) 

Solenoid valve single coil

Provide CAD external dimension.

Small size, big flow rate!
High responding time below 10ms.
With indicator light and voltage protection circuit; 
Air hole can be changed and be added connector.

SMB5000, SMB7000, SMB9000 Solenoid Valve



2-1.1302-1.130

Components and Material list

Note: The main body be treated with painting.

A B

1R P 2R

A B

R1 P R2
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18 19
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2423
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1 2

A B

R P R

A B

R1 P 2R

A B

R1 P 2R

SMB 5000, 7000, 9000 series Base Mounted Solenoid Valve
Product features

( Closed center N.C. )

( Exhaust center N.F. )

( Pressure center N.O. )

5 port 2-position single

5 port 2-position double

5 port 3-position double

Internal structure

No. No. Item Material Material

Alloy steel
Alloy steel

O-ring
Rear screw
Coil cover screw

01
02
03
04
05
06
07
08
09
10
11
12
13

Single sub-plate
14
15
16
17
18
19
20
21
22
23
24
25 Plastic 

Item

Fitting

Body Aluminum alloy
Aluminum alloy

Rear cover Resin
Holder Resin
Coil
Holder piston POM

Rear cover piston POM

Manual override POM

Position iron plate Iron

Spool packing NBR

Spool packing
Holder piston packing

Spring bushing Stainless steel
Wire plug Resin
Manual override spring Stainless steel
Spring bushing spring Stainless steel
Manual override O-ring
Coil insert bushing O-ring

NBR
NBR
NBR

Shaft Aluminum alloy
Coil insert bushing Stainless steel

Rear cover packing

NBR
NBR
NBR

Internal structure

Specification

Code of order

SMB 5000, 7000, 9000 series Base Mounted Solenoid Valve
Product features

None :
Standard type
(Thread type)

Coil q'ty

10:Single
20:Double

5/3-position 
double coils 
only

Closed 
center

30 :

Pressure 
center

50 :

Exhaust 
center

40 :

5 1

Model number Port size

��������series

��������series

��������series

For A and B port 

SMB

Model

����
Solenoid valve

M      2

Manifold

None: 
Without manifold

������������sets

������������
�������������

������������sets�

�����������sets

�������

�������

110

Voltage

Standard :  
12V DC     1.5W
24V DC     1.5W

110V AC  0.9VA

220V AC  1.8VA

With fitting port

10

Thread Model Mark

1

2

0

1 Rc 1/8

Rc 1/8

Rc 1/4

Thread type (standard)

SMB7000

SMB5000

With fitting port

1

2

Rc 1/8

Rc 1/4

��������������������

SMB5000

SMB7000

3 Rc 3/8 SMB9000

M 6

L

Electrical entry

T

K
������������

W
��������
(With wire length 
300mm)

(With wire length 
300mm)

(With wire length 
300mm)

L

Number of positions 5/2-position 5/3-position 5/2-position 5/3-position 5/2-position 5/3-position

Type of actuation Normally closed

SMB5000 SMB7000 SMB9000Item Model

Fluid Air

Pilot type Air operated

Pressure range kgf/cm²(kPa) 1.5 ~ 7 ( 150 ~ 700 )

Ambient and fluid temperature °C 5 ~ 60

Manual override Push and lock

Effective orifice mm²(CV) 10.8(0.6) 18.2(1.0) 36(2.0)

Lubrication Lubrication free type

Port size Rc 1/8, Rc 1/4, Ø6, Ø8, Ø10Rc 1/8, Ø4, Ø6, Ø8 Rc 3/8

SMB5000

SMB7000

C4 Ø4

C6 Ø6

C8 Ø8

C6 Ø6

C8 Ø8

C10 Ø10

Mark Bore 
size Model

※ SMB900
Without manifold type
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Components and Material list

Note: The main body be treated with painting.

A B

1R P 2R

A B

R1 P R2

0103 05040607 08 0910 11 12

13

14

16 15

17

18 19

20 21

23 2423

02

01 050406 08 0910 11 1214

16 15

17

18 19

20 21

2423

02

01 050406 08 0910 11 1214

16 15

17

18 19

20 21

2423

02

1 2

A B

R P R

A B

R1 P 2R

A B

R1 P 2R

SMB 5000, 7000, 9000 series Base Mounted Solenoid Valve
Product features

( Closed center N.C. )

( Exhaust center N.F. )

( Pressure center N.O. )

5 port 2-position single

5 port 2-position double

5 port 3-position double

Internal structure

No. No. Item Material Material

Alloy steel
Alloy steel

O-ring
Rear screw
Coil cover screw

01
02
03
04
05
06
07
08
09
10
11
12
13

Single sub-plate
14
15
16
17
18
19
20
21
22
23
24
25 Plastic 

Item

Fitting

Body Aluminum alloy
Aluminum alloy

Rear cover Resin
Holder Resin
Coil
Holder piston POM

Rear cover piston POM

Manual override POM

Position iron plate Iron

Spool packing NBR

Spool packing
Holder piston packing

Spring bushing Stainless steel
Wire plug Resin
Manual override spring Stainless steel
Spring bushing spring Stainless steel
Manual override O-ring
Coil insert bushing O-ring

NBR
NBR
NBR

Shaft Aluminum alloy
Coil insert bushing Stainless steel

Rear cover packing

NBR
NBR
NBR

Internal structure

Specification

Code of order

SMB 5000, 7000, 9000 series Base Mounted Solenoid Valve
Product features

None :
Standard type
(Thread type)

Coil q'ty

10:Single
20:Double

5/3-position 
double coils 
only

Closed 
center

30 :

Pressure 
center

50 :

Exhaust 
center

40 :

5 1

Model number Port size

��������series

��������series

��������series

For A and B port 

SMB

Model

����
Solenoid valve

M      2

Manifold

None: 
Without manifold

������������sets

������������
�������������

������������sets�

�����������sets

�������

�������

110

Voltage

Standard :  
12V DC     1.5W
24V DC     1.5W

110V AC  0.9VA

220V AC  1.8VA

With fitting port

10

Thread Model Mark

1

2

0

1 Rc 1/8

Rc 1/8

Rc 1/4

Thread type (standard)

SMB7000

SMB5000

With fitting port

1

2

Rc 1/8

Rc 1/4

��������������������

SMB5000

SMB7000

3 Rc 3/8 SMB9000

M 6

L

Electrical entry

T

K
������������

W
��������
(With wire length 
300mm)

(With wire length 
300mm)

(With wire length 
300mm)

L

Number of positions 5/2-position 5/3-position 5/2-position 5/3-position 5/2-position 5/3-position

Type of actuation Normally closed

SMB5000 SMB7000 SMB9000Item Model

Fluid Air

Pilot type Air operated

Pressure range kgf/cm²(kPa) 1.5 ~ 7 ( 150 ~ 700 )

Ambient and fluid temperature °C 5 ~ 60

Manual override Push and lock

Effective orifice mm²(CV) 10.8(0.6) 18.2(1.0) 36(2.0)

Lubrication Lubrication free type

Port size Rc 1/8, Rc 1/4, Ø6, Ø8, Ø10Rc 1/8, Ø4, Ø6, Ø8 Rc 3/8

SMB5000

SMB7000

C4 Ø4

C6 Ø6

C8 Ø8

C6 Ø6

C8 Ø8

C10 Ø10

Mark Bore 
size Model

※ SMB900
Without manifold type
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15.515.5

52

4-Ø4.3

133.1

61.4

27

18 19

35

4

448

2-Rc 1/8

9.
5

1820

3-Rc 1/8

52
.4

54
.6

22

11
.5

9.
5

56

28

1818

A B

1R P 2R

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

78.6

14
8.

1

SMB 5201

Wire length about 300

14
7.

3

52

11
9.

7

65.4 Wire length about 300 Wire length about 30052.4

11
9.

7

Single exhausting sub-plate
5 port 2-position double2-Rc 1/8

9.
5

1820

15.515.5

52

4-Ø4.3

98.6

65.4

27

18 19 4.1

35

4

4

48 8.1

3-Rc 1/8

52
.4

54
.6

22

11
.5

9.
5

56

28

1818

A B

1R P 2R

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 5101

Wire length about 300

10
5.

7

��

91
.9

65.4 Wire length about 300
Wire length about 30052.4

91
.9

78.6

10
6.

1

Single exhausting sub-plate
5 port 2-position single
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15.515.5

52

4-Ø4.3

133.1

61.4

27

18 19

35

4

448

2-Rc 1/8

9.
5

1820

3-Rc 1/8

52
.4

54
.6
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11
.5

9.
5

56

28

1818

A B

1R P 2R

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

78.6

14
8.

1

SMB 5201

Wire length about 300

14
7.

3

52

11
9.

7

65.4 Wire length about 300 Wire length about 30052.4

11
9.

7

Single exhausting sub-plate
5 port 2-position double



2-1.1342-1.134

2.
7

75

3-Rc 1/4

61

22.5

20.5

31
.518

.5
19

.5

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Manifold type

14
7.

6

14
.5

14
.5

66
.7

Blank plate

2-Ø4.5

13
3.

1

20

29
.8

69

16 18

20+(Nx16)

10+(Nx16) 5

Port size : 2-Rc 1/8

76
.2

72
1616.6

41
.5

28
.8

12
.2

Exhaust manifold dimension
SMB 5000 series - Standard type

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

2-Rc 1/8

9.
5

1820

3-Rc 1/8

52
.4

54
.6

22

11
.5

9.
5

56

28

1818

15.515.5

52

53

5.4

4-Ø4.3

94.5

61.4

27

18 19

35

4

448

78.6

16
2.

6

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 5(3)01
SMB 5(4)01
SMB 5(5)01

Wire length about 300

16
1.

8

52

13
4

65.4 Wire length about 300 Wire length about 30065.4

13
4

A B

R1 P 2R

A B

P1R R2

A B

PR1 2RSingle exhausting sub-plate
5 port 3-position double

������������������������������� �������������������������������� ���������������������������������
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2.
7

75

3-Rc 1/4

61
22.5

20.5
31

.518
.5

19
.5

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Manifold type

14
7.

6

14
.5

14
.5

66
.7

Blank plate

2-Ø4.5

13
3.

1

20

29
.8

69

16 18

20+(Nx16)

10+(Nx16) 5

Port size : 2-Rc 1/8

76
.2

72

1616.6

41
.5

28
.8

12
.2

Exhaust manifold dimension
SMB 5000 series - Standard type

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

2-Rc 1/8

9.
5

1820

3-Rc 1/8

52
.4

54
.6

22

11
.5

9.
5

56

28

1818

15.515.5

52

53

5.4

4-Ø4.3

94.5

61.4

27

18 19

35

4

448

78.6

16
2.

6

SMB 5000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 5(3)01
SMB 5(4)01
SMB 5(5)01

Wire length about 300

16
1.

8

52

13
4

65.4 Wire length about 300 Wire length about 30065.4

13
4

A B

R1 P 2R

A B

P1R R2

A B

PR1 2RSingle exhausting sub-plate
5 port 3-position double

������������������������������� �������������������������������� ���������������������������������
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3-Rc 1/4

52
.464

26
.5

13
.5

11
.5

69

34.5

20.520.5

2121

61.5 8.7

4-Ø4.3

110.7

79.5

38

42.2 22.8

46

4

4

61

2-Rc 1/4

13
.5

2224.6

A B

1R P 2R

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 7102

Wire length about 30061.5

11
7.

8

11
0.

7

10
4

74.7 Wire length about 300 Wire length about 30063.2

10
4

88.5

12
4

Single exhausting sub-plate
5 port 2-position single

75

3-Rc 1/4 

61

22.5

20.5

(A
)

31
.518

.5
19

.5

SMB 5000 series Base Mounted Solenoid Valve
14

7.
6

14
.5

14
.5

66
.7

Blank plate

2-Ø4.5

13
3.

1

20

29
.8

69

16 18

20+(Nx16)

10+(Nx16) 5

Model
SMB5100-C4

A

6

5.4

SMB5100-C6

7.3SMB5100-C8

Port size: 

2-Ø8(C8)
2-Ø6(C6)
2-Ø4(C4)

76
.2

72

1616.6

41
.5

28
.8

12
.2

Exhaust manifold dimension
SMB 5000 series - With connector

Note : Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

Dimensions/ Manifold type
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3-Rc 1/4

52
.464

26
.5

13
.5

11
.5

69

34.5

20.520.5

2121

61.5 8.7

4-Ø4.3

110.7

79.5

38

42.2 22.8

46

4

4

61

2-Rc 1/4

13
.5

2224.6

A B

1R P 2R

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 7102

Wire length about 30061.5

11
7.

8

11
0.

7

10
4

74.7 Wire length about 300 Wire length about 30063.2

10
4

88.5

12
4

Single exhausting sub-plate
5 port 2-position single

75

3-Rc 1/4 

61

22.5

20.5

(A
)

31
.518

.5
19

.5

SMB 5000 series Base Mounted Solenoid Valve

14
7.

6

14
.5

14
.5

66
.7

Blank plate

2-Ø4.5

13
3.

1

20

29
.8

69

16 18

20+(Nx16)

10+(Nx16) 5

Model
SMB5100-C4

A

6

5.4

SMB5100-C6

7.3SMB5100-C8

Port size: 

2-Ø8(C8)
2-Ø6(C6)
2-Ø4(C4)

76
.2

72

1616.6

41
.5

28
.8

12
.2

Exhaust manifold dimension
SMB 5000 series - With connector

Note : Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

Dimensions/ Manifold type



2-1.1382-1.138

3-Rc 1/4

52
.464

26
.5

13
.5

11
.5

69

34.5

20.520.5

2-Rc 1/4

13
.5

22.224.6

21

61.5

4-Ø4.3

143

79.1

38

42.2 22.8

46

4

461

A B

1R P 2R

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 7202

14
3

74.7

10
4

Wire length about 300

15
7.

2

61.5 Wire length about 300

Wire length about 300

10
4

63.2

12
9.

9

88.5

Single exhausting sub-plate
5 port 2-position double



2-1.1392-1.139

2-Rc 1/4

13
.5

22.224.6

21
61.5

52.5
21.3

4-Ø4.3

106
74.8

38

42.2 22.8

46
4

461

3-Rc 1/4

52
.464

26
.5

13
.5

11
.5

69
34.5

20.520.5

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 7(3)02
SMB 7(4)02
SMB 7(5)02

15
8.

5
14

5.
5

74.7 Wire length about 300

15
7.

2

61.5 Wire length about 300

Wire length about 30063.2

14
5.

5

106.7

14
2.

3

A B

R1 P 2R

A B

P1R R2

A B

PR1 2RSingle exhausting sub-plate
5 port 3-position double

������������������������������� �������������������������������� ���������������������������������

3-Rc 1/4

52
.464

26
.5

13
.5

11
.5

69

34.5

20.520.5

2-Rc 1/4

13
.5

22.224.6

21

61.5

4-Ø4.3

143

79.1

38

42.2 22.8

46

4

461

A B

1R P 2R

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 7202

14
3

74.7

10
4

Wire length about 300

15
7.

2

61.5 Wire length about 300

Wire length about 300

10
4

63.2

12
9.

9

88.5

Single exhausting sub-plate
5 port 2-position double
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SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Manifold type

4.
3

25.3

88.5

3-Rc 1/4

71

26.8
39

.1

19
21

15
8.

5

15
.5

15
.5

80
.6

Blank plate

2-Ø4.5

14
3

21

40
69

19 20.7

23+(Nx19)

11+(Nx19) 6

88
.5

86

Port size:
2-RC 1/4
2-RC 1/81919.5

51
.1

34
.8

15
.8

Exhaust manifold dimension
SMB 7000 series - Standard type

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.
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25.3

88.5

3-Rc 1/4

71

26.8

(A
)

39
.1

19
21

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Manifold type

Model
SMB7100-C6

A

5.6

5.4

SMB7100-C8

10.9SMB7100-C10

15
8.

5

15
.5

15
.5

80
.6

Blank plate

2-Ø4.5

14
3

21

40
69

19 20.7

23+(Nx19)

11+(Nx19) 6

88
.5

86

Port size : 2-Ø6
2-Ø8
2-Ø10

1919.5

51
.1

34
.8

15
.8

Exhaust manifold dimension
SMB 7000 series - With connector

Note : Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

SMB 7000 series Base Mounted Solenoid Valve
Dimensions/ Manifold type

4.
3

25.3

88.5

3-Rc 1/4

71

26.8

39
.1

19
21

15
8.

5

15
.5

15
.5

80
.6

Blank plate

2-Ø4.5

14
3

21

40
69

19 20.7

23+(Nx19)

11+(Nx19) 6

88
.5

86

Port size:
2-RC 1/4
2-RC 1/81919.5

51
.1

34
.8

15
.8

Exhaust manifold dimension
SMB 7000 series - Standard type

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.
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SMB 9103

14
3.

8

90.9 Wire length about 300

77.5 Wire length about 300

15
0.

9

Wire length about 30080.5

13
7.

1

106.7

15
1.

3

Single exhausting sub-plate
5 port 2-position single

17
.5

30292-Rc 3/8

3-Rc 3/8

80

96.5

44.5

27.227.2

78
.9

34
.5

17
.5

15
.5

27

80.2

27

143.8

110.6

4-Ø5.4

16.8

47 57

5

5

86.5

A B

1R P 2R

SMB 9000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �
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17
.5

30292-Rc 3/8"

78
.9

3-Rc 3/8

80

96.5

44.5

27.227.2

34
.5

17
.5

15
.5

27

2.3 9.8

175

96.5

4-Ø5.4

47 57

5

586.5

80.2

27

A B

1R P 2R

SMB 9000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

SMB 9203

17
5

90.9 Wire length about 300

77.5 Wire length about 300

18
9.

2

Wire length about 30080.5

16
1.

6

106.7

17
1

Single exhausting sub-plate
5 port 2-position double

SMB 9103

14
3.

8

90.9 Wire length about 300

77.5 Wire length about 300

15
0.

9

Wire length about 30080.5

13
7.

1

106.7

15
1.

3

Single exhausting sub-plate
5 port 2-position single

17
.5

30292-Rc 3/8

3-Rc 3/8

80

96.5

44.5

27.227.2

78
.9

34
.5

17
.5

15
.5

27

80.2

27

143.8

110.6

4-Ø5.4

16.8

47 57

5

5

86.5

A B

1R P 2R

SMB 9000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �



2-1.1442-1.144

17
.5

30292-Rc 3/8

78
.9

3-Rc 3/8

80

96.5

44.5

27.227.2

34
.5

17
.5

15
.5

80.2

27

64.2

2.3 31

132

96.5

4-Ø5.4

47 57

5

4.577.85 27

SMB 9000 series Base Mounted Solenoid Valve
Dimensions/ Standard

L wire type - � T wire type - � W wire type - � K wire type - �

22
2.

9

106.7

SMB 9(3)03
SMB 9(4)03
SMB 9(5)03

19
6.

2

90.9 Wire length about 300

77.5 Wire length about 300

21
0.

4

Wire length about 30080.5

18
2.

9

A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

Single exhausting sub-plate
5 port 3-position double
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