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SN 800 series Namur Solenoid Valve
Dimensions/ Code of order/ NAMUR
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282-Ø17.5 �� 1.7

2-Ø5.2x2.8 ��
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2-Ø17.5 �� 1.7

2-Ø5.2x2.8 �� 

SN - 810
5 port 2-position single

SN - 820
5 port 2-position double

(Locked button type)
Manual override

With O-Ring

Positioning hole

Mounting hole

E IL C
H

CLI
HC

E
OID VALVE

220 VAC / 5VA

24 VDC / 3W

110 VAC / 5VA

Standard: 

12 VDC / 2.5W

24 VAC / 8.5VA

220 VAC / 8.5VA

Special voltage:

8: 800 series
0: 2 ports

� E
CIL

C ID VALVEH
�

�

110 VAC8SN K L1 0

Suitable for 190~250V
( For hight pressure range)

1: Single

2: Double

Solenoid with wire
(500mm)
(Ｗ type for standard 
voltage only)

ISO Socket solenoid 
type (ISO standard 
applicable for special 
voltage)

None (Standard) 
Without indicator light
(Black case)

ISO Socket 
solenoid type
with indicator light
for AC, DC
(Transparent case)

 Voltage type Electrical entry With lightModel Coil q'ty Position 

SN series
Solenoid valve

With O-Ring

Positioning hole

Mounting hole

(Locked button type)
Manual override

SNK 800 series Wire connector Type Solenoid Valve
Dimensions

L wire type - � T wire type - � W wire type - � K wire type - �

5 port 2-position single
SNK-8103 series

5 port 2-position double
SNK-8203 series
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Wire length 
about 300
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Manual
override

Mounting hole

With O-Ring

Manual
override

Mounting hole

With O-Ring
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