
2-1.112-1.11

SRVB 300 �������� SRVB 300 series P.2-1.11

SRVB 500 �������� SRVB 500 series P.2-1.12

Directional control－SRVB series Direct Ported Solenoid Valve
SRVB300/ SRVB500 Manifold

Characteristic:
1. Manifold number from 2 to 12.
2. D-Sub (25 PIN) connector with wire length from 1m to 3m.
3. Simplified the wiring system diaphram.
4. Available solenoid valve: SR 300 Series and SR 500 Series.
5. To saving wiring time and assembly cost.

Provide CAD external dimension.
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SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Product features/ Code of order

kgf/cm²(kPa)

mm²(CV)

SRVB500

9 (0.5)

5 ~ 60 

1.5 ~ 7 (150 ~ 700)

M5, Rc1/8, Ø4, Ø6, Ø8

SRVB300

3.6 (0.2)

12 VDC, 24 VDC

2 ~ 12

D-Sub (25pin)

℃

Item Model

Fluid

Number of positions

Ambient and fluid temperature

Type of actuation

Effective orifice

Port size

Pressure range

Pilot type

Manual override

Lubrication

Power supply

Manifold

Cable type

Air

Air operated

5/2-position, 5/3-position

Normally closed

Push-turn and lock

Lubrication free type

3: 300 series

� ��������������

5: 500 series

SR500Rc1/81
M5x0.8pM5 SR300

�

SR500
C4
C6

Ø4
Ø6

C8 Ø8

C4 Ø4 SR300 D1 12VDC, +COM
D1P 12VDC, -COM
D2 24VDC, +COM
D2P 24VDC, -COM

5SRVB 1 D2 M 2C4 1

Wire length

No wireNone
1 1 meter
3 3 meter

20: Double
10: Single

10

Model numberModel Coil q'ty Port size Voltage Manifold

40: 

30: Closed 
center
Exhaust 
center

50: Pressure 
center

SRVB:
5/3-position 
double coils 
only

Thread type
Mark Thread Model

For A and B port

With fitting port

With fitting port

None: Thread type

None:
Without manifold
M2    =  2 sets
M3    =  3 sets

M12  = 12 sets

.......

.......
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SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Product features/ Code of order

kgf/cm²(kPa)

mm²(CV)

SRVB500

9 (0.5)

5 ~ 60 

1.5 ~ 7 (150 ~ 700)

M5, Rc1/8, Ø4, Ø6, Ø8

SRVB300

3.6 (0.2)

12 VDC, 24 VDC

2 ~ 12

D-Sub (25pin)

℃

Item Model

Fluid

Number of positions

Ambient and fluid temperature

Type of actuation

Effective orifice

Port size

Pressure range

Pilot type

Manual override

Lubrication

Power supply

Manifold

Cable type

Air

Air operated

5/2-position, 5/3-position

Normally closed

Push-turn and lock

Lubrication free type

3: 300 series

� ��������������

5: 500 series

SR500Rc1/81
M5x0.8pM5 SR300

�

SR500
C4
C6

Ø4
Ø6

C8 Ø8

C4 Ø4 SR300 D1 12VDC, +COM
D1P 12VDC, -COM
D2 24VDC, +COM
D2P 24VDC, -COM

5SRVB 1 D2 M 2C4 1

Wire length

No wireNone
1 1 meter
3 3 meter

20: Double
10: Single

10

Model numberModel Coil q'ty Port size Voltage Manifold

40: 

30: Closed 
center
Exhaust 
center

50: Pressure 
center

SRVB:
5/3-position 
double coils 
only

Thread type
Mark Thread Model

For A and B port

With fitting port

With fitting port

None: Thread type

None:
Without manifold
M2    =  2 sets
M3    =  3 sets

M12  = 12 sets

.......

.......

SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Product features

R01

R02

R03

R04

R05

R06

R07

R08

R09

R10

R11

R12

R13

R14

R15

R16

R17

R18

R19

R20

R21

R22

R23

R24

Wire 
color

Pin 
No.

Coil 
No.
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Connection setting sequence

Connector assembly expression
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Correct connector direction

���

+COM

�����

Wire
��������� ����������
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-COM

���

Wire

Solenoid valve��
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D-Sub Connector��

Outer cover
Bottom cover
Upper cover

�
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01

02

05
04

03

06

07

Components • Material list

NO. Item Material

Rear cover

Manifold body



2-1.142-1.14

SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Dimensions

R 1

P

R 2
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SRVB300 series - Standard type
Manifold dimension

Manifold dimension
SRVB series - DB25PIN Cable size

SRVB - 300 • 500 series

Manifold

With indicator light - 
All this series with indicator light and 
voltage protection circuit.



2-1.152-1.15

SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Dimensions

R 1

P

R 2
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SRVB300 series - Standard type
Manifold dimension

Manifold dimension
SRVB series - DB25PIN Cable size

SRVB - 300 • 500 series

Manifold

With indicator light - 
All this series with indicator light and 
voltage protection circuit.

SRVB series D-sub Connector/Direct Ported Solenoid Valve (One-touch fitting in option) 

Dimensions

SRVB500 series - Standard type
Manifold dimension

21

60

30

21

52.5+(Nx17.2)

20
.2

4-Ø4.5

2-Rc1/8"

32.5+(Nx17.2)

32

65
.3

14
.5

12
0.

613
5.

1

65
.2

D-sub 
connector 
(25PIN)

D-sub 
connector 
(25PIN)

16
.6

10
61

49.2

26

6-Rc1/4"

11.5

16.5

57

52
17.2 47.4
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21
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4-Ø4.5
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6-Rc1/4"

11.5

16.5

57

52

2-Ø6
2-Ø4
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17.2 47.4

Manifold dimension
SRVB500 series - With fitting port




