
2-1.1

內部結構圖

規格表

訂購稱呼代號

5:500系列

6:600系列

8:800系列

9:900系列

6

機種代號

牙孔型式�標準型�

記號 牙徑 規格

1

接管型式

SV500

SV600

SV800

1 Rc 1/8

SV9004 Rc 1/2

1 Rc 1/8

3 Rc 3/8

2 Rc 1/4

2 Rc 1/4

NC

中間位置

NO:中開式

NC:中閉式

NF:中排式

※五口三位
皆屬双線圈

標準電壓:
24VDC / 3W

110VAC / 5VA

220VAC / 5VA

特殊電壓:
12VDC / 2.5W

24VAC / 8.5VA

220VAC/8.5VA
適用於190~250V
〈高壓差條件使用〉

110 VAC

電壓型式

機種仕樣:
SV系列

電磁閥

SV

1 : 單線圈

2 : 双線圈

1

線圈數

0:2 位置

3:3 位置

0

位置數

註 特殊電壓須特別註明。1

500系列標準為附電線型式

，600，800，900系列

標準為ISO標準接線型式。

2

註:可接受NPT牙訂製品

mm²(CV)

手壓旋轉固定（SV-500無旋轉固定）

SV-5201
SV-5101

12 ( 0.67 )

連接口徑

潤滑

氣口數及位置數

使用壓力範圍

使用溫度範圍

使用流體

閥仕樣

手押按鈕

切控方法

有效斷面積

項�目

kgf/cm²(kPa)

°C

機�種

Rc 1/8 , 1/4Rc 1/8
自由供給方式

SV-6201(2)

SV-6101(2)

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
2 位置

5 口
3 位置

5 口
3 位置

SV-5231

空氣

1.5 ~ 7 ( 150 ~ 700 )

14 ( 0.78 )

空氣導引

常閉型

5 ~ 60 

SV-6232

SV-6231

Rc 1/2Rc 1/4 , 3/8

SV-8233
SV-8232

25 ( 1.4 )

SV-8202(3)
SV-8102(3)

50 ( 2.78 )

SV-9204
SV-9104

CLI
HC

E
OID VALVE

電氣插座線型式

(ISO標準型接線，

可選購特殊電壓線

圈）

電線型式

附電線長度500mm
(附線型式只提供標

準電壓線圈）

K

W

K

線圈接線型式

無記號���標準型��

不附指示燈

(黑色外殼)

ISO標準型接線

附AC,DC指示燈

(透明色外殼)

L

附指示燈

L

無記號:不附聯座

M2 = 2  聯組     
M3 = 3  聯組     

:
:

:
:

M12 = M12 聯組 
※SV500  系列

※SV600  系列

※SV800  系列

※SV900  系列

聯座最多至M10

聯座最多至M12

聯座最多至M12

聯座最多至M5

M 2

聯座及數量

M 2

CIEHC
L

CIEHC
L

I C

SOLENOID VALVELHE
C

SV 系列 － 500、600、800、900 電磁閥
作動規格表與訂購稱呼說明

內部結構圖

規格表

訂購稱呼代號

5:500系列

6:600系列

8:800系列

9:900系列

6

機種代號

牙孔型式�標準型�

記號 牙徑 規格

1

接管型式

SV500

SV600

SV800

1 Rc 1/8

SV9004 Rc 1/2

1 Rc 1/8

3 Rc 3/8

2 Rc 1/4

2 Rc 1/4

NC

中間位置

NO:中開式

NC:中閉式

NF:中排式

※五口三位
皆屬双線圈

標準電壓:
24VDC / 3W

110VAC / 5VA

220VAC / 5VA

特殊電壓:
12VDC / 2.5W

24VAC / 8.5VA

220VAC/8.5VA
適用於190~250V
〈高壓差條件使用〉

110 VAC

電壓型式

機種仕樣:
SV系列

電磁閥

SV

1 : 單線圈

2 : 双線圈

1

線圈數

0:2 位置

3:3 位置

0

位置數

註 特殊電壓須特別註明。1

500系列標準為附電線型式

，600，800，900系列

標準為ISO標準接線型式。

2

註:可接受NPT牙訂製品

mm²(CV)

手壓旋轉固定（SV-500無旋轉固定）

SV-5201
SV-5101

12 ( 0.67 )

連接口徑

潤滑

氣口數及位置數

使用壓力範圍

使用溫度範圍

使用流體

閥仕樣

手押按鈕

切控方法

有效斷面積

項�目

kgf/cm²(kPa)

°C

機�種

Rc 1/8 , 1/4Rc 1/8
自由供給方式

SV-6201(2)

SV-6101(2)

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
2 位置

5 口
3 位置

5 口
3 位置

SV-5231

空氣

1.5 ~ 7 ( 150 ~ 700 )

14 ( 0.78 )

空氣導引

常閉型

5 ~ 60 

SV-6232

SV-6231

Rc 1/2Rc 1/4 , 3/8

SV-8233
SV-8232

25 ( 1.4 )

SV-8202(3)
SV-8102(3)

50 ( 2.78 )

SV-9204
SV-9104

CLI
HC

E
OID VALVE

電氣插座線型式

(ISO標準型接線，

可選購特殊電壓線

圈）

電線型式

附電線長度500mm
(附線型式只提供標

準電壓線圈）

K

W

K

線圈接線型式

無記號���標準型��

不附指示燈

(黑色外殼)

ISO標準型接線

附AC,DC指示燈

(透明色外殼)

L

附指示燈

L

無記號:不附聯座

M2 = 2  聯組     
M3 = 3  聯組     

:
:

:
:

M12 = M12 聯組 
※SV500  系列

※SV600  系列

※SV800  系列

※SV900  系列

聯座最多至M10

聯座最多至M12

聯座最多至M12

聯座最多至M5

M 2

聯座及數量

M 2

CIEHC
L

CIEHC
L

I C

SOLENOID VALVELHE
C

SV 系列 － 500、600、800、900 電磁閥
作動規格表與訂購稱呼說明

內部結構圖

規格表

訂購稱呼代號

5:500系列

6:600系列

8:800系列

9:900系列

6

機種代號

牙孔型式�標準型�

記號 牙徑 規格

1

接管型式

SV500

SV600

SV800

1 Rc 1/8

SV9004 Rc 1/2

1 Rc 1/8

3 Rc 3/8

2 Rc 1/4

2 Rc 1/4

NC

中間位置

NO:中開式

NC:中閉式

NF:中排式

※五口三位
皆屬双線圈

標準電壓:
24VDC / 3W

110VAC / 5VA

220VAC / 5VA

特殊電壓:
12VDC / 2.5W

24VAC / 8.5VA

220VAC/8.5VA
適用於190~250V
〈高壓差條件使用〉

110 VAC

電壓型式

機種仕樣:
SV系列

電磁閥

SV

1 : 單線圈

2 : 双線圈

1

線圈數

0:2 位置

3:3 位置

0

位置數

註 特殊電壓須特別註明。1

500系列標準為附電線型式

，600，800，900系列

標準為ISO標準接線型式。

2

註:可接受NPT牙訂製品

mm²(CV)

手壓旋轉固定（SV-500無旋轉固定）

SV-5201
SV-5101

12 ( 0.67 )

連接口徑

潤滑

氣口數及位置數

使用壓力範圍

使用溫度範圍

使用流體

閥仕樣

手押按鈕

切控方法

有效斷面積

項�目

kgf/cm²(kPa)

°C

機�種

Rc 1/8 , 1/4Rc 1/8
自由供給方式

SV-6201(2)

SV-6101(2)

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
3 位置

5 口
2 位置

5 口
2 位置

5 口
3 位置

5 口
3 位置

SV-5231

空氣

1.5 ~ 7 ( 150 ~ 700 )

14 ( 0.78 )

空氣導引

常閉型

5 ~ 60 

SV-6232

SV-6231

Rc 1/2Rc 1/4 , 3/8

SV-8233
SV-8232

25 ( 1.4 )

SV-8202(3)
SV-8102(3)

50 ( 2.78 )

SV-9204
SV-9104

CLI
HC

E
OID VALVE

電氣插座線型式

(ISO標準型接線，

可選購特殊電壓線

圈）

電線型式

附電線長度500mm
(附線型式只提供標

準電壓線圈）

K

W

K

線圈接線型式

無記號���標準型��

不附指示燈

(黑色外殼)

ISO標準型接線

附AC,DC指示燈

(透明色外殼)

L

附指示燈

L

無記號:不附聯座

M2 = 2  聯組     
M3 = 3  聯組     

:
:

:
:

M12 = M12 聯組 
※SV500  系列

※SV600  系列

※SV800  系列

※SV900  系列

聯座最多至M10

聯座最多至M12

聯座最多至M12

聯座最多至M5

M 2

聯座及數量

M 2

CIEHC
L

CIEHC
L

I C

SOLENOID VALVELHE
C

SV 系列 － 500、600、800、900 電磁閥
作動規格表與訂購稱呼說明

● Pilot mode: Options for internal guide or external guide.

● Sliding column structure, good sealing, and sensitivity.

● Three position solenoid valve are available with three central functions.

● Double-head two position solenoid valve with memory function.

● Multiple standard voltage levels are available.

Feature

SXC series Body Ported Solenoid Valve 
Product features

Specification

Item Model
SXC 510

SXC 523
SXC 610

SXC 623
SXC 810

SXC 823
SXC 910

SXC 923
SXC 520 SXC 620 SXC 820 SXC 920

Fluid Air
Pressure range 1.5 ~ 8 ( 150 ~ 800 )
Ambient and fluid temperature 5 ~ 60
Pilot type Air operated
Number of positions 5/2 5/3 5/2 5/3 5/2 5/3 5/2 5/3
5/3-position type of actuation Closed center, Exhaust center, Pressure center
Effective orifice 12 ( 0.67 ) 16 ( 0.89 ) 30 ( 1.68 ) 50 ( 2.78 )
Manual override Push-turn and lock
Port size G 1/8  G 1/4 G 3/8 G 1/2
Lubrication Lubrication free type

kgf / cm² (kPa)

mm2(CV)

° C

21 3 4 5 6 7

Mark Model Mark Model
5 500 series 8 800 series
6 600 series 9 900 series

Mark Valve type
NC Closed center
NF Exhaust center
NO Pressure center

1 6

SXC 900 Max. manifolds M5
SXC 800 Max. manifolds M12
SXC 600 Max. manifolds M12
SXC 500 Max. manifolds M10

Ｗ type for standard voltage only
KL type for ISO standard socket with AC and DC indicator 
light (clear case)

M3: 3SetsW: Grommet KL: DIN terminal box 
with indicator light

Image

Image

7 Mark Manifold
None Without manifold

M2 2 Sets
M3 3 Sets

M12 12 Sets

... ...

Mark Voltage type Model

D2
24V DC / 2.4W SXC 500
24V DC / 3W SXC 600,  SXC 800, SXC 900

A1
110V AC / 3VA SXC 500
110V AC / 5VA SXC 600,  SXC 800, SXC 900

A2
220V AC/ 3.6VA SXC 500
220V AC/ 5VA SXC 600,  SXC 800, SXC 900

Mark Electrical entry
W Grommet 
KL DIN terminal box with indicator light

4

5

Mark Coil q�ty Number of 
positions

10 Single coil
5/2-position

20 Double coil
23 Double coil 5/3-position

2

Note: Custom made for NPT thread type.

3 Thread type
Mark Port size Model

1 G 1/8 SXC 500
2 G 1/4 SXC 600
3 G 3/8 SXC 800
4 G 1/2 SXC 900

NC/NF/NO 5/3-position only

SXC  6  10  2 ‒ D2 ‒ KL ‒      ‒ M2Code of order
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-   W   Grommet 

1 2

A B

R P R
( Closed center N.C. )

A B

R1 P 2R
( Exhaust center N.F. )

A B

R1 P 2R
( Pressure center N.O. )

SXC series Body Ported Solenoid Valve 
Product features

Internal structure
5 port 2-position single

5 port 2-position double

5 port 3-position double

A B

R1 P R2

A B

1R P 2R

01 02 030405 06 0708

0911 1213 15 1817 19

14

10

01 02 030406 0708

0912 13 15

14

10

030406 07

09 15

1401 02 08

12 13

16

10

Components and material list

Note: The main body has been treated with painting.

No. Item Material No. Item Material
01 Body Aluminum alloy 11 Rear cover O-Ring NBR
02 Shaft Aluminum alloy 12 Manual override O-Ring NBR
03 Copper tube Copper 13 Manual override spring Stainless steel
04 Holder POM 14 Holder fixing piece Iron
05 Rear cover POM 15 Position iron plate Iron
06 Holder piston POM 16 Mechanical holder Aluminum alloy
07 Holder piston packing NBR 17 DIN connector Resin
08 Spool packing NBR 18 Coil ─
09 Manual override POM 19 Coil screw cap POM
10 Holder O-Ring NBR
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SXC series Body Ported Solenoid Valve
Dimensions / SXC 500

500 series Coil operated type 
-  K  -  L    DIN terminal box with indicator light -  W   Grommet 

SXC 5101
5 port 2-position single

SXC 5201
5 port 2-position double

���

110.5
101

33
.454

W
ire

 le
ng

th
ab

ou
t 5

00

Mounting hole

Manual override
(Hand to press type)

2-Ø 3.32-G  1/8

1.51.5

30
13

.520
.5

16

A B

1R P 2R

A B

1R P 2R

Mounting hole

Wire length
about 500

2-Ø 3.2

21.8
10

1

14
21

.5

4
27

G 1/8

EXH
2-G 1/8

28

P port

14
.5

14

13
18

Mounting hole
2-Ø 3.32-G  1/8

3
13

16
64

.8

57
.8

30

Mounting hole

Wire length
about 500

2-Ø 3.2

21.8

14
5.

6

14
65

.8

9.5

27

G 1/8

EXH
2-G 1/8

28

P port

58
.8 72

.8

2

18
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A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

SXC 5231 - 
5 port 3-position double

SXC series Body Ported Solenoid Valve
Dimensions / SXC 500

SXC 500 series Manifold dimension

SXC 5231 (Closed center) N.C. SXC 5231 (Exhaust center) N.F. SXC 5231 (Pressure center) N.O.

Note: Blank plate with rubber lining is reserved for 
             temporary storage space of solenoid valves.

Mounting hole
2-Ø 3.32-G  1/8

3
13

16
79

.8

72
.8

30

Mounting hole

Wire length
about 500

2-Ø 3.2

21.8

16
0.

6

14
80

.8

9.5
27

G 1/8
EXH
2-G 1/8

28

P port

73
.8 87

.8

2
18

4-Ø4.5

19+(NX19)

9+(NX19) 55

191919 19

1810 19 10

Mounting 
hole

Blank plate

16
0.

6584320
19

10
1.

8
72

.8

20
19

43
.8

29

SXC-5101
SXC-5201

SXC-5231

Wire length
about 500

58

33.4

24.6

16
11.6

7

2-Rc 1/4
EXH(Both sides)

P port(Both sides)
Rc 1/4

40
.8

298.
6
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A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

SXC 5231 - 
5 port 3-position double

SXC series Body Ported Solenoid Valve
Dimensions / SXC 500

SXC 500 series Manifold dimension

SXC 5231 (Closed center) N.C. SXC 5231 (Exhaust center) N.F. SXC 5231 (Pressure center) N.O.

Note: Blank plate with rubber lining is reserved for 
             temporary storage space of solenoid valves.

Mounting hole
2-Ø 3.32-G  1/8

3
13

16
79

.8

72
.8

30

Mounting hole

Wire length
about 500

2-Ø 3.2

21.8

16
0.

6

14
80

.8

9.5
27

G 1/8
EXH
2-G 1/8

28

P port

73
.8 87

.8

2
18

4-Ø4.5

19+(NX19)

9+(NX19) 55

191919 19

1810 19 10

Mounting 
hole

Blank plate

16
0.

6584320
19

10
1.

8
72

.8

20
19

43
.8

29

SXC-5101
SXC-5201

SXC-5231

Wire length
about 500

58

33.4

24.6

16
11.6

7

2-Rc 1/4
EXH(Both sides)

P port(Both sides)
Rc 1/4

40
.8

298.
6

SXC series Body Ported Solenoid Valve
Dimensions / SXC 600

SXC 6102
5 port 2-position single

SXC 6202 
5 port 2-position double

600 series Coil operated type 
-  K  -  L    DIN terminal box with indicator light -  W   Grommet 

120
128.5

66
.5

120

27
.8

W
ire

 le
ng

th
ab

ou
t 5

00

2-Ø 4.3

Mounting hole
2-Ø 3.32-G  1/4

3

17

21
77

.5

69
38

Mounting hole

Wire length
about 500

2-Ø 4.3

27.8

17
620

78

10.5

35

G 1/4
EXH
2-G 1/8

36

P port

70

88

17

22

Mounting hole

Manual override
(Locked button type)

Manual override
(Locked button type)

2-Ø 3.32-G  1/4

1.51.5

38
1321

.5
21

Mounting hole

Wire length
about 500

27.8
12

0

20
22

7

35

G 1/4
EXH
2-G 1/8

36

P port

14

18

17
22
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A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

SXC 6232 - 
5 port 3-position double

SXC series Body Ported Solenoid Valve
Dimensions / SXC 600

SXC 6232 (Closed center) N.C. SXC 6232 (Exhaust center) N.F. SXC 6232 (Pressure center) N.O.

SXC 600 series Manifold dimension

Mounting hole
2-Ø 3.32-G  1/4

3
17

21
96

.5

88
38

Mounting hole

Wire length
about 500

2-Ø 4.3

27.8

19
520

97

10.5
35

G 1/4
EXH
2-G 1/8

38

P port

88

17
22

4-Ø4.5

23+(N x 23)

10+(N x 23) 6.56.5
23 23 23 23

22 2212 12

Mounting 
hole

Blank plate

19
5

6048
.1

21
19

.5

11
8

88

21
19

.5

58

2

30

SXC-6102
SXC-6202

SXC-6232

Wire length
about 500

39.7 26
16

11.5
1

2-Rc 1/4
EXH(Both sides)

P port(Both sides)
Rc 1/4

42
30

9

Note: Blank plate with rubber lining is reserved for 
             temporary storage space of solenoid valves.
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SXC series Body Ported Solenoid Valve
Dimensions / SXC 800

SXC 8103
5 port 2-position single

SXC 8203 
5 port 2-position double

800 series Coil operated type 
-  K  -  L    DIN terminal box with indicator light -  W   Grommet 

A B

1R P 2R

A B

1R P 2R

137.5
146

69

137.5

27
.8

W
ire

 le
ng

th
ab

ou
t 5

00

2-Ø 4.3

Mounting hole
2-Ø 4.3

2-G  3/8

2 2

20

24
85

.5

72
.5

50

Mounting hole

Wire length
about 500

2-Ø 4.3

27.8

19
524

85
.5

13.5

40

G 3/8

EXH
2-G 1/4

45

P port

75

97
.5

20

27

Mounting hole

Manual override
(Locked button type)

Manual override
(Locked button type)

2-Ø 4.3
2-G  3/8

22

50
15

28
24

Mounting hole

Wire length
about 500

27.8
24

28

6.5
40

G 3/8

EXH
2-G 1/4

45

P port

17
.5

22
.5

20
27
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A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

SXC 8233 - 
5 port 3-position double

SXC series Body Ported Solenoid Valve
Dimensions / SXC 800

SXC 800 series Manifold dimension

SXC 8233 (Closed center) N.C. SXC 8233 (Exhaust center) N.F. SXC 8233 (Pressure center) N.O.

Note: Blank plate with rubber lining is reserved for 
             temporary storage space of solenoid valves.

Mounting hole
2-Ø 4.32-G  3/8

2 2

27

24
10

4.
5

91
.5

50

Mounting hole

Wire length
about 500

2-Ø 4.3

27.8

21
424

10
4.

5

13.5
40

G 3/8
EXH
2-G 1/4

45

P port

91
.6 11

6.
5

20

27

4-Ø4.5

28+(N x 28)

14+(N x 28) 77

28 28 28 28

27 2714.5 14.5

Mounting hole

Blank plate

75
.36526

24
.7

13
5.

2
21

4

97
.5

26
24

.7

59
.9

2.
4

37
.7

SXC-8103 SXC-8203
SXC-8233

Wire length
about 500

42.2 31

15.7

15

2-Rc 3/8
EXH(Both sides)

P port(Both sides)
Rc 3/8

52
.9

37
.7

11
.2

Manual override
(Locked button type)
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SXC series Body Ported Solenoid Valve
Dimensions / SXC 900

SXC 9104
5 port 2-position single

SXC 9204
5 port 2-position double

900 series Coil operated type 
-  K  -  L    DIN terminal box with indicator light -  W   Grommet 

A B

1R P 2R

A B

1R P 2R

171.5

27
.8

W
ire

 le
ng

th
ab

ou
t 5

00

2-Ø 5.5

Mounting hole
2-Ø 4.3

2-G  1/2

2 2
27

36
96

78
72

Mounting hole

Wire length
about 500

2-Ø 5.5

27.8

22
8

28
10

0

17.5
50

G 1/2

EXH
2-G 1/2

63

P port

82
.5

34
27

Mounting hole

Manual override
(Locked button type)

Manual override
(Locked button type)

2-Ø 4.3
2-G  1/2

22

72
21

.539
.5

36

Mounting hole

Wire length
about 500

27.8

28
43

.5

7.5
50

G 1/2

EXH
2-G 1/2

63

P port

26

31
.5

27
34

171.5

180

74
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A B

R1 P 2R

A B

P1R R2

A B

PR1 2R

SXC 9234 - 
5 port 3-position double

SXC series Body Ported Solenoid Valve
Dimensions / SXC 900

SXC 900 series Manifold dimension

SXC 9234 (Closed center) N.C. SXC 9234 (Exhaust center) N.F. SXC 9234 (Pressure center) N.O.

Note: Blank plate with rubber lining is reserved for 
             temporary storage space of solenoid valves.

Mounting hole
2-Ø 4.3

2-G  1/2

2 2

27

99
72

Mounting hole

Wire length
about 500

2-Ø 5.5

27.8

24
9

28
12

1

17.5

50

G 1/2

EXH
2-G 1/2

63

P port

10
3.

5

27

34

4-Ø4.5

28+(N x 35)
15+(N x 35) 6.56.5

31.5 35 35 31.5

34 3414.5 14.5

Mounting hole

Blank plate

9893
.532

33

22
8

11
4

32
33

8.
5

49

SXC-9104 SXC-9204 SXC-9234

Wire length
about 500

47.2 36

16.3

2-Rc 1/2
EXH(Both sides)

P port(Both sides)
Rc 1/2

70

49
14

Manual override
(Locked button type)


