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SZBC series Flow Control Type Base Mounted Solenoid Valve 
Product features

Internal structure

Specification

Code of order

10: Single
20: Double

40:

30: Closed 
center
Exhaust 
center

50: Pressure 
center

5/3-position 
double coils 
only

Note: Exhaust restrictor inside to adjust speed

Air

1.5 ~ 7.0 (150 ~ 700)

5 ~ 60

Air operated

5/2-position, 5/3-position

Normally closed

0.16

11 ( Rotations)

Manual push and turn

Rc 1/8

M5

Lubrication free type

kgf/cm²(kPa)

°C

mm²(CV)

SZBC2000 SZB2000

SZBC - 2 - 10 1 DC24 - L - M 1

Model Model number Coil q'ty With fitting port Voltage Electrical entry Single sub-plate

SZBC:
Exhausting 
sub-plate 
with restrictor

2: 2000 series
0: Without sub-plate

1: Single sub-plate

M5: Manifold

Standard voltage:
DC 12 / 1.2W

Standard: 

DC 24 / 1.2W

L

With wire length 300mm

T

With wire length 300mm

W

With wire length 300mm

M 1

Manifold

SZB:
Exhausting 
sub-plate

Note: For manifold
          2M – 15M

Item Model
Fluid
Pressure range
Ambient and fluid temperature

Pilot type

Number of positions
Type of actuation

Effective orifice

Exhaust speed adjust / Number of needle rotations

Manual override

Manifold port size

Single sub-plate port size

Lubrication

None:
without manifold

M2      =  2 sets
M3      =  3 sets

M15    = 15 sets

.......

.......

R1
P

R2

MSRK05039

MSRK07039

MSRK05041

MSRK07041

MSRK05040M2.5×8L

MSRK07040M3×8L

SRK series One-touch Fitting Body Ported Solenoid Valve
Accessories/ Installation

Blank plate
Blank plate Rubber lining Mounting screw

��������������

��������������

SRK - 500 • 700 series SRK - 500 • 700 series

Manifold Manifold accessory

※ The accessories of blank plate.

With indicator light: all this series with indicator light and voltage protection circuit
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Components and Material list

Internal structure

Coil

Manual override

Holder

Position iron plate

Manual override spring

Holder piston

Holder piston packing

Body

Shaft

Spool packing

Wear ring

01

02

03

04

05

06

07

08

09

10

11

12

13

14

15

16

17

18

19

20

21

22

-

POM

Resin

Iron

Stainless steel

POM

NBR

Alloy

Aluminum alloy

NBR

POM

�������������

Rear cover piston

Rear cover packing

Rear cover

Manifold gasket

Adjust nut

Nut

Base holder

Screw rod

O-ring

Single sub-plate

NBR

POM

NBR

Resin

NBR

POM

Cooper

Cooper

Cooper

NBR

Alloy

Note : The main body treated with painting.

5 port 2-position single

NO. Item Material NO. Item Material

A B

R1 P R2

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Product features

01
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02 08

07 06 1416 15

09 10 11 12 13 20

17

18

19

21

22
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SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZBC 2101
Single exhausting sub-plate with restrictor

2-Ø3.4
Mounting hole

2-Restrictor

5 port 2-position single

A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

3.
5

31

9.7

49.8

82

11.5

38

8.
6

22
.5

11.5

19

20
.1

42

15
.4

15
.4

6.2

6.
6

52
.7

3-Rc 1/8

9.
5
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A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

49.8

113.9

11.5

38

11.5

19
42

15
.4

15
.4

6.2

3.
5

31

8.
6

6.
6

22
.5

52
.7

20
.1

3-Rc 1/8

9.
5

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZBC 2201
Single exhausting sub-plate with restrictor

2-Ø3.4
Mounting hole

2-Restrictor

5 port 2-position double

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

L wire type�� � T wire type�� �

W wire type�� �

42

82
64.3 Wire length 

about 300

65
.7 70

.1

Wire length 
about 300

70
.2

Wire length 
about 300

48.7
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A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

49.8

113.9

11.5

38

11.5

19

42

15
.4

15
.4

6.2

3.
5

31

8.
6

6.
6

22
.5

52
.7

20
.1

3-Rc 1/8

9.
5

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZBC 2201
Single exhausting sub-plate with restrictor

2-Ø3.4
Mounting hole

2-Restrictor

5 port 2-position double
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SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

11
3.

9

42

81
.4

90
.1

64.3

90
.5

48.7

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300
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A B

R1P R2

A B

PR1 R2

A B

PR1 R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

58.1

122.4

11.5

38

11.5

19

42

15
.4

15
.4

6.2

3.
5

3-Rc 1/8

52
.7

31

8.
6

6.
6

22
.5

20
.1

9.
5

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZBC 2301
Single exhausting sub-plate 
with restrictor

5 port 3-position double

2-Ø3.4
Mounting hole

2-Restrictor

SZBC 2(3)01 (Closed center) N.C. SZBC 2(4)01 (Exhaust center) N.F. SZBC 2(5)01 (Pressure center) N.O.
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12
2.

4

42

89
.9

98
.6

64.3

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

99

48.7

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300



2-1.1712-1.171

13.4

10.1

26
.8

15

30
.8

2t

2-Ø2.8

4

7.
4

14
.6

45
.4

8.5

16

44.5

55.2

9.5

45.1

Rc 1/8

Rc 1/8

18 16
(Pitch)

4.5 11+(Nx16)

20+(Nx16)

43
.8

5.
8

8.
5

6
76

7.
419

.225

21.7

7.4

16
(Pitch)

Port size: M5x0.8P
�����������

44
.9

11
3.

9
8.

5

SZBC series Flow Control Type Base Mounted Solenoid Valve 
Dimensions/ Manifold type

SZBC 2000 series
Manifold dimension

SZBC 2000 series
Blank plate size

Mounting hole

W
ire

 le
ng

th
 

ab
ou

t 3
00

2-Ø5.5
�Mounting hole�

Manual override

����������������������

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

EXH(Two sides)

P port
(Two sides)
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SZBC series Flow Control Type Base Mounted Solenoid Valve 
Accessories/ Installation

Manifold

SZBC - 2000 series

Blank plate

P
R

SZBC - 2000 series

Manifold accessory

※ The accessories of blank plate.

Blank plate Gasket Mounting screw

Stainless steel
(SUS304)

NBR 90°
Thickness: 2.0t

Round head screw 
M2.6x0.45Px8L (Nickel plating)

Optional component 
for manifold

Optional component 
for manifold

Optional component 
for manifold

Gasket

NBR 90°
Thickness: 2.0t

Standard component 
for single sub-plate

Standard component 
for single sub-plate

Mounting screw

Round head screw 
M2.6x0.45Px22.5L (Nickel plating)
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SZB series Base Mounted Solenoid Valve 

SZB 2101
Single exhausting sub-plate

5 port 2-position single

2-Ø3.4
Mounting hole

Dimensions/ Single sub-plate

A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

3.
5

31

9.7

49.8

82

11.5

38

8.
6

22
.5

11.5

19

20
.1

42

15
.4

15
.4

6.2

6.
6

52
.7

3-Rc 1/8
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A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

49.8

113.9

11.5

38

11.5

19
42

15
.4

15
.4

6.2

3.
5

31

8.
6

6.
6

22
.5

52
.7

20
.1

3-Rc 1/8

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZB 2201
Single exhausting sub-plate

5 port 2-position double

2-Ø3.4
Mounting hole

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

42

82

64.3

65
.7 70

.1

70
.2

48.7

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300
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A B

R1 P R2

11.614.8

8.
6

2-Rc 1/8

3.5 31

49.8

113.9

11.5

38

11.5

19

42

15
.4

15
.4

6.2

3.
5

31

8.
6

6.
6

22
.5

52
.7

20
.1

3-Rc 1/8

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

SZB 2201
Single exhausting sub-plate

5 port 2-position double

2-Ø3.4
Mounting hole
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SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

11
3.

9

42

81
.4

90
.1

64.3

90
.5

48.7

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300
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A B

R1P R2

A B

PR1 R2

A B

PR1 R2

SZB series Base Mounted Solenoid Valve 

SZB 2301
Single exhausting sub-plate

5 port 3-position double

2-Ø3.4
Mounting hole

Dimensions/ Single sub-plate

������������������������������� �������������������������������� ���������������������������������

11.614.8

8.
6

2-Rc 1/8

3.5 31

58.1

122.4

11.5

38

11.5

19

42

15
.4

15
.4

6.2

3.
5

3-Rc 1/8

52
.7

31

8.
6

6.
6

22
.5

20
.1

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

11
3.

9

42

81
.4

90
.1

64.3

90
.5

48.7

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300
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SZB 2000 series
Blank plate size

SZB series Base Mounted Solenoid Valve 
Dimensions/ Manifold type

13.4

10.1

26
.8

15

30
.8

2t

2-Ø2.8

4

18 16
(Pitch)

4.5 11+(Nx16)

20+(Nx16)

43
.8

5.
8 8.

5

6
76

11
3.

9
8.

5

7.
419

.225

21.7

7.4

16
(Pitch)

Port size: M5x0.8P
Outlet port

44
.9

7.
4

14
.6

45
.4

8.5

16

44.5

55.2

45.1

Rc 1/8

Rc 1/8

SZB 2000 series
Manifold dimension

Manual override
EXH
(Two sides)

P port
(Two sides)

2-Ø5.5
(Mounting hole)

W
ire

 le
ng

th
 

ab
ou

t 3
00

Mounting hole

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

Dimension without plug

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300

12
2.

4

42

89
.9

98
.6

64.3

99

48.7
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SZB 2000 series
Blank plate size

SZB series Base Mounted Solenoid Valve 
Dimensions/ Manifold type

13.4

10.1

26
.8

15

30
.8

2t

2-Ø2.8

4

18 16
(Pitch)

4.5 11+(Nx16)

20+(Nx16)

43
.8

5.
8 8.

5

6
76

11
3.

9
8.

5

7.
419

.225

21.7

7.4

16
(Pitch)

Port size: M5x0.8P
Outlet port

44
.9

7.
4

14
.6

45
.4

8.5

16

44.5

55.2

45.1

Rc 1/8

Rc 1/8

SZB 2000 series
Manifold dimension

Manual override
EXH
(Two sides)

P port
(Two sides)

2-Ø5.5
(Mounting hole)

W
ire

 le
ng

th
 

ab
ou

t 3
00

Mounting hole

Note: Blank plate with rubber lining is reserved for temporary storage space of solenoid valves.

Dimension without plug

SZB series Base Mounted Solenoid Valve 
Dimensions/ Single sub-plate

L wire type�� � T wire type�� �

W wire type�� �

Wire length 
about 300

Wire length 
about 300

Wire length 
about 300

12
2.

4

42

89
.9

98
.6

64.3

99

48.7
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SZB series Base Mounted Solenoid Valve 
Accessories/ Installation

Manifold With indicator light : 
The product with indicator light and 
surge voltage protection.SZB - 2000 series

SZB - 2000 series

Manifold accessory

※ The accessories of blank plate.

Blank plate

P

R

Blank plate Gasket Mounting screw

Stainless steel
(SUS304)

NBR 90°
Thickness: 2.0t

Round head screw 
M2.6x0.45Px8L (Nickel plating)

Gasket

NBR 90°
Thickness: 2.0t

Mounting screw

Round head screw 
M2.6x0.45Px22.5L (Nickel plating)

Standard component 
for single sub-plate

Standard component 
for single sub-plate

Optional component 
for manifold

Optional component 
for manifold

Optional component 
for manifold




