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Item Model UES 200 UES 300 UES 400
Fluid Air
Port size 1/8, 1/4 1/4, 3/8 1/4, 3/8, 1/2
Pressure range 1.5 ~ 8.5 ( 150 ~ 850 )
Max. service pressure 10 (1000)
Ambient and fluid temperature 5 ~ 60
Number of position ports 3/2
Voltage type DC12V/DC24V/AC110, AC220(50/60)HZ
Voltage tolerance ±10%
Material Aluminum alloy die-casting
Weight 0.24 0.29 0.48

● Activated by solenoid valve distantly, facilitate convenient and time-
      saving operation.

● Light weight and handy design.

● Optional silencer reduces exhaust noise.

● Modularized with the U series combination per demand flexibly.

Feature

UES series Electric Residual Pressure Relief Valves
Product features/ Code of order

Specification

kg

° C

Rc

kgf/cm2(kPa)

kgf/cm2(kPa)

Mark Model

200 200 series
300 300 series
400 400 series

Mark Thread type
None RC

G PF
N NPT

1

3

2 Port size

Mark Port
Reference model

UES200 UES300 UES400
01 1/8 ● - -
02 1/4 ● ● ●

03 3/8 - ● ●

04 1/2 - - ●

Mark Voltage
D1 12V DC
D2 24V DC
A1 110V AC
A2 220V AC

Mark Silencer
None Without silencer

P Silencer

Mark Bracket
None No bracket

C Bracket

Mark Indicator light

None Standard type
(Without indicator light / Black outer shell)

L With indicator light

4

6

7

5

3 42 5 6 71

Code of order UES 400 ‒ 03 ‒      ‒ D2 ‒      ‒      ‒
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A B C D E F G H I J K L

UHS-20C 27.2 30 32.3 3 50 28.4 5.4 50 2.4 35.2 18 13
UHS-30C 29 41 32.3 5 64 34.4 6.5 54 6.5 29 19 13
UHS-40C 37 50 47.5 5.4 78.5 44 7 67 6 42 27 18.5

Mark
Model

Unit : mm

UES 系列 － 電控殘壓排放閥

三點組合

UC

二點組合

UFC

調壓過濾器

UFR

調壓器

UR

殘壓排放閥

UHS

分歧塊

PN300D

油霧分離器

UFM

過濾器

UF

緩和啟動閥

UV

給油器

UL

配件尺寸

UES-20C, UES-30C, UES-40C 型式
適用於 UES 200, UES 300, UES 400

型號

UHS 40C

UHS 30C

UHS 20C

37

編號 成品尺寸

單位: mm

29

27.2

A

50

41

30

B

47.5

32.3

23.3

C

5.4

5

3

D

78.5

64

50

E

44

34.4

28.4

F

7

6.5

5.4

G

67

54

50

H

6

6.5

2.4

I

42

29

35.2

J K

18.5

13

13

L

27

19

18
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內部結構圖

UES 系列 － 電控殘壓排放閥
內部結構圖、零件材料表

01

04

05

07

06

03

02

No. Item Material
01 Body Aluminum die-casting
02 bottom cover Aluminum
03 Aluminum spool Aluminum
04 Piston Copper
05 Holder PBT 
06 Manual override POM
07 Solenoid valve —

Components and material listInternal structure

UES series Electric Residual Pressure Relief Valves
Product features

Accessory - Bracket
Applicable to UES 200, UES 300, UES 400
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雙動作操作說明 鎖孔功能說明

保養作業時 :
釋放殘壓的位置可上鎖。

(鎖孔孔徑 Ø E)

2.手把轉動 90°1.手把下壓

閉氣狀態 給氣狀態

型號

UHS 400

UHS 300

UHS 200

63

編號 成品尺寸

單位:mm

A

57

B

48.962.9

E

10 63

F G

47.698.6 67

H

6 42

IDC

69.9

J

43.6 7

M N Q R S T

1/4、3/8、1/2

1/8、1/4

1/4、3/8

P

內孔牙徑

50

K

63 31.5

46 3545 6 50 38.167.4 54 6.5 29 53.7 40.4 6.5 4146 23

42.9 40 3545 6 45 3459.8 50 2.4 35.2 53 35 5.4 3042.9 21.5

UES 200 ~ 400

UES 系列 － 電控殘壓排放閥

三點組合

UC

二點組合

UFC

調壓過濾器

UFR

調壓器

UR

殘壓排放閥

UHS

分歧塊

PN300D

油霧分離器

UFM

過濾器

UF

緩和啟動閥

UV

給油器

UL

外觀圖形尺寸與固定架操作說明

BA

M
NH

QG

KJ J

I

F

P

(EXH)

R

TS

Bracket
(Option)

Silencer
SLP-03

(Option)

2XP

U

A B C D E F G H I J K M N Q R S T U
Port thread

P
UES 200 40 45 35 6 45 59.8 34 50 2.4 35.2 102.3 35 5.4 42.9 21.5 30 69.9 1/8, 1/4
UES 300 46 45 35 6 50 67.4 38.1 54 6.5 29 102.9 40.4 6.5 46 23 41 72.4 1/4, 3/8
UES 400 63 57 62.9 48.9 10 63 98.6 47.6 67 6 42 111.2 43.6 7 63 31.5 50 78.9 1/4, 3/8, 1/2

Mark
Model

Unit : mm

UES series Electric Residual Pressure Relief Valves
Dimensions




