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Symbol:

Feature

UF series Air Filter
Product features

● Filter purity about 5μm.

● Port connection size up to 1/2.

● Auto drain in option for small space or not
     easy to disassemble.

Body
Bowl

Filter grade

Port size
Fluid

Item

Max. service pressure
Pressure range

Ambient and fluid temperature

Bowl capacity

Material

Weight

Model
Rc

kgf/cm2(kPa)

kgf/cm2(kPa)

μｍ

CC

℃

kg

Air

UF 300

5 ～ 60

5

10 (1000)
0.5 ~ 8.5 ( 50 ~ 850 )

Relieving type
Aluminum alloy die-casting

1/4, 3/8

0.22
40

UF 400
1/4, 3/8, 1/2

0.39
80

UF 200
1/8, 1/4

0.1
25

Specification

Code of Order

 

 

UF 400 ‒ 03 ‒ G ‒ MG ‒ W ‒ C
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Mark Specification
Model

Thread type
None

G
N

RC
PF

NPT

Bowl material
None

MG
PC cup

Metal cup

 6 Bracket
No bracket

Bracket
None

C

UF 200 UF 300 UF 400

Connection port

01
02
03
04

1/8
1/4
3/8
1/2

 5 Drain cock type
A

Manual drain cock
Auto drain

W

流量特性曲線圖 / 外觀圖形尺寸

UF series Air Filter
Characteristic graph
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Feature

UF series Air Filter
Product features

● Filter purity about 5μm.

● Port connection size up to 1/2.

● Auto drain in option for small space or not
     easy to disassemble.

Body
Bowl

Filter grade

Port size
Fluid

Item

Max. service pressure
Pressure range

Ambient and fluid temperature

Bowl capacity

Material

Weight

Model
Rc

kgf/cm2(kPa)

kgf/cm2(kPa)

μｍ

CC

℃

kg

Air

UF 300

5 ～ 60

5

10 (1000)
0.5 ~ 8.5 ( 50 ~ 850 )

Relieving type
Aluminum alloy die-casting

1/4, 3/8

0.22
40

UF 400
1/4, 3/8, 1/2

0.39
80

UF 200
1/8, 1/4

0.1
25

Specification
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Mark Specification
Model

Thread type
None

G
N

RC
PF

NPT

Bowl material
None

MG
PC cup

Metal cup

 6 Bracket
No bracket

Bracket
None

C

UF 200 UF 300 UF 400

Connection port

01
02
03
04

1/8
1/4
3/8
1/2

 5 Drain cock type
A

Manual drain cock
Auto drain

W

1

2

3

4

5

6

Item Mark Specification
Model

UF 200 UF 300 UF 400 UF 500

Connection 
port

01 1/8 ● — — —
02 1/4 ● ● ● —
03 3/8 — ● ● —
04 1/2 — — ● —
06 3/4 — — — ●

Thread 
type

None RC ● ● ● ●

G PF ● ● ● ●

N NPT ● ● ● ●

Bowl 
material

None PC cup ● ● ● ●

MG Metal cup ● ● ● ●

Drain cock 
type

W Manual drain cock ● ● ● ●

A Auto drain -N.O.(Limited to transparent cups) ● ● ● ●

AC Auto drain -N.C.(Limited to transparent cups) — ● ● ●

Bracket
None No bracket ● ● ● ●

C Bracket ● ● ● ●

Item Model UF 200 UF 300 UF 400 UF 500
Fluid Air
Port size 1/8, 1/4 1/4, 3/8 1/4, 3/8, 1/2 3/4
Filter grade 5
Pressure range 0.5 ~ 8.5 ( 50 ~ 850 )
Max. service pressure 10 ( 1000 )
Ambient and fluid temperature 5 ~ 60
Lubricator capacity 25 40 80 80

Material
Body Aluminum alloy die-casting
Bowl High tensile plastic material

Weight 0.1 0.22 0.39 0.42

● Filter purity about 5μm.

● Port connection size up to 3/4

● Optional automatic drain installation is available for 
     machine locations with limited space or where access for 
     disassembly is difficult.

Feature

UF series Air Filter
Product features/ Code of order

Specification

cc

kg

° C

Rc

µm

kgf/cm2(kPa)

kgf/cm2(kPa)

3 642 51

Code of order UF 400 ‒ 03 ‒      ‒      ‒ W ‒      
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流量特性曲線圖 / 外觀圖形尺寸

UF series Air Filter
Characteristic graph
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Internal structure

01

02

03

04

No. Item Material

01 Body Aluminum die-casting
02 Filter EA30
03 Bowl PC
04 Bowl O-ring NBR

Components and material list

UF series Air Filter
Product features
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UF 400

UF 300

UF 200

66

54

44.5

A

50

29.5

24

B

29.1

25.1

21

E

43.2

39.1

34.5

F

151.1

137.1

113.8

G

34

27

20

50

41

30

H

34

27

20

I

8.5

6.5

5.4

D

2

6.5

3

C

2.3

2

2

J

36.7

30.4

M

35.2

32.5

29.5

N

1/4, 3/8, 1/2

1/8, 1/4

1/4, 3/8

PR

34.5

SK

34.5

13

12.6

12.6

3

UF series Air Filter
Dimensions

UF 300 ~ 500 -  W  Standard

UC
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Drain

S

-   MG Metal cup
(Option)

-   A Auto drain without 
fitting (Option-AD-25)

PF1/8
Drain

R

-  MG Metal cup
(Option)

Drain

S

Auto drain with fitting 
(Option)
(U300 Option-AD35)
(U400 Option-AD55)
(U500 Option-AD55)

R

Ø8
one-touching fittingDrain

-   A

�����������������

Model

No. Size Female threadManual
drain cockAuto drain

(Option)

Bracket

Drain

Push

(Option)

Bracket

Drain

Push

Barb fitting 
applicable 
tubing：PU 0640

Barb fitting 
applicable 
tubing：PU 0640

UFM series Mist Separator
Product features

 

UF M  -Oil mist separator: 0.3μm-Silver

Dust filter,  oi l  mist  separation

Short elementLong elementShort elementLong element

UF D  -Micro oil mist separator: 0.01μm-Black

Micro dust filter,  oi l  mist  separation

UFMB 

Space saving
Lightweight

UFML 

Large filtration area
Flow capacity increase 10%

Element type

Standard -  B Long cup -  L

 
Code of order

A  - Auto drainW  - Manual 
          drain cock

Drain cock type

 L  - LongB  - Short

Bowl type

C  - Bracket

Bracket

*Easy to install

*Push bottom use 
   stainless 304 for 
    completely protected 
    from the environment.
*Metal material use 
   to  prevent corrosion 
   also extend servise life.

*Transparent bowl guard, 
   easy to visible from 360°

*Auto drain use floating 
   switch to drain.

MG  - Metal cup      - PC cup

Bowl material
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Standard-B Max. flow regulator (L/min)

Long cup-L

 

 

Nominal 
filtration rating
Max. 
flow regulator 7200 L/min

0.01 μm

A B C D E F G H I J K M N
Auto drain Manual

drain cock
Female 
thread

R S P
UF 200 44.5 24 3 5.4 21 34.5 113.8 20 30 20 2 29.5 13 3 1/8, 1/4
UF 300 54 29.5 6.5 6.5 25.1 39.1 137.1 27 41 27 2 30.4 32.5 34.5 12.6 1/4, 3/8
UF 400 66 50 2 8.5 29.1 43.2 151.1 34 50 334 2.3 36.7 35.2 34.5 12.6 1/4, 3/8, 1/2
UF 500 72 50 2 8.5 32.2 46.3 151.8 34 50 34 2.3 36.7 38.25 34.5 12.6 3/4

Mark

Model

Unit: mm




