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UL series Lubricator
Product features

 

● Provide lubricating oil for lubricator in the 
      air pressure line.
● Lubrication function can be adjustable.

● Modulization with U series.

Symbol:

 

Code of Order

 

UL 400 ‒ 03 ‒ G ‒ MG ‒ C
 1

 1

 2

 3

 4

 5

 2  3  4  5

Mark Specification
Model

Thread type
None

G
N

RC
PF

NPT

Bowl material
None

MG
PC cup

Metal cup

Bracket
No bracket

Bracket
None

C

UL 200 UL 300 UL 400

Connection port

01
02
03
04

1/8
1/4
3/8
1/2

Body
Bowl

Port size
Fluid

Item

Max. service pressure
Pressure range

Ambient and fluid temperature

Material

Weight

Model

Rc

kgf/cm2(kPa)

kgf/cm2(kPa)

Lubricator capacity

L/min

CC

℃

kg

Minimum dripping flow rate
Recommended lubrication

Air

UL 300

5 ～ 60

85

10 (1000)
0.5 ~ 8.5 ( 50 ~ 850 )

Relieving type
Aluminum alloy die-casting

1/4, 3/8

55
0.23

ISO VG32

UL 400

92

1/4, 3/8, 1/2

100
0.37

UL 200

30

1/8, 1/4

30
0.11

Specification

 

 

1

2

3

4

5

Item Mark Specification
Model

UL 200 UL 300 UL 400 UL 500

Connection 
port

01 1/8 ● — — —
02 1/4 ● ● ● —
03 3/8 — ● ● —
04 1/2 — — ● —
06 3/4 — — — ●

Thread 
type

None RC ● ● ● ●

G PF ● ● ● ●

N NPT ● ● ● ●

Bowl 
material

None PC cup ● ● ● ●

MG Metal cup ● ● ● ●

Bracket
None No bracket ● ● ● ●

C Bracket ● ● ● ●

● Provides the lubricating oil required for lubrication 
      in pneumatic pipelines.

● The lubrication supply can be regulated according 
      to actual lubrication needs.

● Compatible with U-series products and can be 
      integrated for modular applications.

Feature

UL series Lubricator
Product features/ Code of order

Item Model UL 200 UL 300 UL 400 UL 500
Fluid Air
Port size 1/8, 1/4 1/4, 3/8 1/4, 3/8, 1/2 3/4
Pressure range 0.5 ~ 8.5 ( 50 ~ 850 )
Max. service pressure 10 (1000)
Ambient and fluid temperature 5 ~ 60
Recommended lubrication ISO VG32
Minimum dripping flow rate 30 85 92 92
Lubricator capacity 30 55 100 100

Material
Body Aluminum alloy die-casting
Bowl High tensile plastic material

Weight 0.11 0.23 0.37 0.39

Specification

L/min

cc

kg

° C

Rc

kgf/cm2(kPa)

kgf/cm2(kPa)

3 4 521

Code of order UL 400 ‒ 03 ‒      ‒      ‒
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UL series Lubricator
Characteristic graph

Flow rate characteristic graph
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No. Size

Unit:mm
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UL series Lubricator
Dimensions
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UL

內部結構圖

UL 系列  空氣調理組合 － 給油器
內部結構圖、零件材料表

01

02

05

03

04

07

06

No. Item Material
01 Body Aluminum die-casting
02 Transparent cover PC
03 Regulator holder POM
04 Bowl PC
05 Spacer PU
06 Diaphragm NBR
07 PU straw PU

Components and material listInternal structure

UL series Lubricator
Product features/ Characteristic graph

Flow rate characteristic graph
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UL series Lubricator
Characteristic graph

Flow rate characteristic graph
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UL series Lubricator
Dimensions
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A B C D E F G H I J K L M
Female thread

P
UL 200 44.5 24 3 5.4 34.5 39.5 87.5 20 30 20 2 29.5 1/8, 1/4
UL 300 54 42.5 6.5 38.7 62.2 122 27 41 27 2 30.4 32.1 1/4, 3/8
UL 400 66 50 2 8.5 43.2 61.8 129 34 48.5 34 2.3 36.7 35.2 1/4, 3/8, 1/2
UL 500 72 50 2 8.5 42.7 64.9 129.7 34 48.5 34 2.3 36.7 35.2 3/4

Mark

Model

Unit: mm




