
Sizes Models : EQX� �� / �� / �� / ��

Speed Control
Adjustable 
movement speed

Precision Control & 
Multi-communication
Adjustable positioning

Thrust Control
Adjustable slider force

Controllability

Mounting Method

EQX2 Series
Electric Slide Table Actuator

Electronics Packing

High Precision
．Equipped with a recirculating ball guide; 
   repeatability up to ±�.�� mm

Multiple Communication Interfaces
．Supports I/O and RS-��� communication.

Body Through-Hole Mounting Body Tapped-Hole Mounting

Integrated Motor Drive

Simplified Wiring

Max. Thrust

287 N

Precision Positioning, Lightweight Design, 
Integrated Drive & Control

Testing

Integrated Drive and Controller
．Simplifies wiring ‒ no external driver required

Max. Stroke

40mm

Repeatability

±0.02mm
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EQX2 系列 － 電動滑台缸
特點、規格表、訂購稱呼代號

EQX2 Series ‒ Electric Slide-table Cylinder
 Product features,Code of order

● Simplified structural design using aluminum alloy 
     and high-strength materials, ensuring both rigidity and  
      weight reduction.

● Integrated motor and actuator design, reducing wiring  
     complexity and saving control cabinet space.

● Adjustable rotation angle, speed, and torque.

Features

Specification

Notes:
1. Performance such as speed and thrust may degrade depending on cable length, load weight, installation conditions, etc. If the cable exceeds 5 meters, 
     speed and thrust may decrease by up to 10% for every additional 5 meters.
2. If the applied load exceeds the rated value, it may shorten the service life of the transmission components.
3. Holding force corresponds to 30‒70% of the rated current.

Code Motor Size
20 □ 20
28 □ 28
35 □ 35
42 □ 42

1

21

Code of order EQX2  20 ‒ 03

EQX2-20 EQX2-28 EQX2-35 EQX2-42
Thrust Force 11~43 34~74 42~101 115~287
Stroke 25 30 35 40
Max Speed 45 57 115 133
Drive Method Screw drive
Ambient Temperature 5~40
Humidity Range 35~85
Bore Size □ 20 □ 28 □ 35 □ 42
Repeatability ±0.02
Weight 0.3 0.43 0.75 1.35
Communication RS485
Rated Voltage DC 24
Current 0.5 1 1.5 2.5
Protection Rating IP40

Item      Model

Code Cable Length (m)
None Without cable

03 3
05 5

2

N

mm

° C

mm

kg

V

A

mm/s

%



3

Mounting Direction

Mounting Direction
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EQX2 Series ‒ Electric Slide-table Cylinder
Thrust‒current curve / installation method

Thrust‒Current Curve

Body Through-Hole Mounting
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EQX2 Series ‒ Electric Slide-table Cylinder
Internal structure diagram & parts list

4 3 2 1
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Internal Structure Diagram

Parts Material Table
No Part Name Material No Part Name Material

01 Motor Assembly — 06 Slider Block Aluminum Alloy

02 Top Plate Aluminum Alloy 07 Linear Guide Unit Aluminum Alloy

03 Main Body Aluminum Alloy 08 Lead Screw Alloy Steel

04 Coupling Head Stainless Steel 09 Motor Housing Aluminum Alloy

05 Screw Shaft Stainless Steel 10 Bottom Cover Plastic
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EQX2 Series ‒ Electric Slide-table Cylinder
External dimensions & shape

EQX2-20
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EQX2 Series ‒ Electric Slide-table Cylinder
External dimensions & shape

EQX2-28
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EQX2 Series ‒ Electric Slide-table Cylinder
Motor wiring diagram
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EQX2 Series ‒ Electric Slide-table Cylinder
External dimensions & shape

EQX2-42
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EQX2 系列 － 電動滑台缸
特點、規格表、訂購稱呼代號

V0+
V1+

X0+
X0-
X1+
X1-

Y0+
Y0-

485A
485B

V0-
V1-

L

V+
V-

X0+
X0-
X1+
X1-
X2+
X2-
Y0+
Y0-

485A
485B

M12-12 PIN Female Connector

M12-12 PIN Female Connector

M12-12 PIN Female Connector

L

Ground

V+
V-

X0+
X0-
X1+
X1-
X2+
X2-
Y0+
Y0-

485A
485B

L

Ground

Ground

Length (L) 3m 5m

Length (L) 3m 5m

Length (L) 3m 5m

Description
V+ Power Supply +
V- Power Supply -

X0+ Input 0 +
X0- Input 0 -
X1+ Input 1 +
X1- Input 1 -
X2+ Input 2 +
X2- Input 2 -
Y0+ Output 0 +
Y0- Output 0 -

485A 485 A Terminal
485B 485 B Terminal

Ground Ground

Description
V+ Power Supply +
V- Power Supply -

X0+ Input 0 +
X0- Input 0 -
X1+ Input 1 +
X1- Input 1 -
X2+ Input 2 +
X2- Input 2 -
Y0+ Output 0 +
Y0- Output 0 -

485A 485 A Terminal
485B 485 B Terminal

Ground Ground

Description
V0+ Power Supply 0 +
V1+ Power Supply 1 +
V0- Power Supply 0 -
V1- Power Supply 1 -
X0+ Input 0 +
X0- Input 0 -
X1+ Input 1 +
X1- Input 1 -

485A 485 A Terminal
485B 485 B Terminal
Y0+ Output 0 +
Y0- Output 0 -

Ground Ground

EQX2 Series ‒ Electric Slide-table Cylinder
Features, specifications, and ordering code

EQX2-20 Motor Wiring Diagram

EQX2-28 / EQX2-35  Motor Wiring Diagram

EQX2-42 Motor Wiring Diagram

*The company reserves the right to change the contents of this document without prior notice.


